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Nikon F3HP, F3/T

Product number:
Type of camera:
Picture format:
Lens mount:
Lenses:

Shutter:
Shutter release:

Backup mechanical release:

Automatic exposure control:

Manual exposure control:

Mechanical shutter control:

Viewfinder:

Eyepiece shutter:
Focusing screen:

Exposure metering:

Metering range:

Film speed setting:
Accessory shoe:

Flash synchronization:

Viewfinder display:

Viewfinder illuminator:

Exposure compensation:

Exposure memory:

Nikon F3HP

1691

Electronically-controlled, single-lens-reflex camera
24mm x 36mm (standard 35mm format)

Nikon F bayonet

Nikkor 50mm 1.2, 50mm /1.4 or 50mm 1.8 as
standard lenses, and more than 60 Nikkor and
Nikon Series E lenses

Horizontal-travel, titanium foil, focal-plane shutter

Electromagnetic type switches meter on when
depressed halfway (after shutter release lock is
released); meter then remains on for 16 sec. after
finger is taken off the shutter release button;
release button threaded to accept ISO-type
standard cable release

Lever provided to trigger camera at mechanical
1/60 sec. exposure time, regardless of the exposure
setting (except at T); used when battery power is
exhausted, or to conserve battery power for T
(Time) exposures

Aperture-priority, automatic exposure control with
stepless shutter speeds from 8 sec. to 1/2000 sec.

Quartz digital control for 16 stepped shutter speeds
from 8 sec. to 1/2000 sec., including X (1/80 sec); B
(Bulb) and T (Time) also provided

Possible using backup mechanical release lever at
T (Time) setting on shutter speed dial, or at 1/60
sec. when shutter speed dial set to any other
setting

High-eyepoint Eyelevel Finder DE-3 as standard;
interchangeable with other viewfinders; 0.75X
magnification with 50mm lens; virtually 100%
coverage

Provided; prevents light from entering the finder
eyepiece under remote-control operating conditions

Type K as standard; 21 other types as optional
accessories

Thru-the-lens (TTL) light metering; silicon
photodiode and metering circuits incorporated into
camera body; meter works with all interchangeable
viewfinders and interchangeable finder screens

EV1 to EV18 (f/1.4 at 1 sec. to f11 at 1/2000 sec.)
with 50mm 1.4 lens and ISO 100 film

ISO 12 to 6400

Provided; special Nikon type located at base of
rewind knob; accepts direct mount Speedlights
SB-16A, SB-17 and SB-21A, as well as accessory
cords SC-12 and SC-14; two optional flash adapters
available for flash units with ISO hot shoe contacts
and for flash unit for Nikon F2

All speeds of from 8 sec. to 1/60 sec., plus X (1/80
sec.) with electronic flash; with F3-dedicated
speedlights, the shutter speed is automatically set
to 1/80 sec at A (automatic operation) or at manual
shutter speed settings of 1/125 sec. or above;
synchronization is also possible at slower speeds;
threaded PC-type sync terminal provided at front of
camera for off-camera and mutiple-flash
photography

Liquid Crystal Display shows shutter speed; on auto,
+2000 indicates overexposure and -8- indicates
underexposure; on manual, M appears with +
indicating overexposure, - indicating underexposure
or - and + simultaneously indicating correct
exposure; LED ready light glows when
F3-dedicated speedlights are ready; the lens
aperture in use is also shown in the viewfinder via
the aperture-direct-readout (ADR) scale provided on
all Al'and AIS lenses

Provided; illuminates both LCD panel in camera
and ADR scale on lens aperture ring of Al and AIS
Nikkor lenses

Provided; from +2 to -2 in one-third step
increments

Possible via front-mounted lock button




Nikon F3HP, F3/T

Multiple exposure:
Self timer:

Reflex mirror:

Depth-of-field preview:

Film advance lever:
Frame counter:

Film rewind:

Camera back:

Batteries:

Dimensions:

Weight:
Optional accessories:

Product number:
Type of camera:

Possible via top-mounted lever

Quartz-controlled, 10 sec. delayed exposure; LED
blinks at 2 hz. for the first 8 sec., and at 8 hz. for
the last 2 sec.

Automatic, instant-return type with lock-up facility;
incorporates brake mechanism and air damper for
reduced vibration and noise

Possible via button fitted coaxial with the mirror
lock-up lever

30° stand-off angle and 140° winding angle; wound
in single stroke or series of smaller strokes

Additive type; automatically reset when camera
back is opened

Via rewind crank after depressing film rewind
button; automatic film rewind possible with Motor
Drive MD-4

Interchangeable with optional special-purpose
backs; opened by pulling up the film rewind knob
(after unlocking)

Two type 15V silver-oxide (button cell) batteries;
when optional Motor Drive MD-4 is mounted, the
camera receives all power from the motor drive
batteries

Approx. 101.5mm (H) x 1485mm (W) x 69.0mm (D)
(4" x58"x2.7")

Approx. 760g (26.8 0z.), body only

Eyelevel Finder DE-2

Action Finder DA-2

Waist-Level Finder DW-3
High-Magpnification Finder DW-4
Motor Drive MD-4
Miscellaneous focusing screens
Speedlights SB-11/14/140/16A/17/21A
Data Backs MF-14/MF-17/MF-18
250-ex Magazine Back MF-4
Auto Rewind-Stop Back MF-6B
Eyepiece Adapter Ring DK-3

Nikon F3/T

1694

The Nikon F3/T is a ruggedized version of the
Nikon F3HP; the use of titanium outer covers
makes this camera ideal for heavy-duty users, such
as photojournalists.



Nikon N4004

Product number:
Type of camera:

Picture format:
Lens mount:
Lenses:

Autofocus selector:
Focus memory:
Viewfinder:

Viewfinder information:

Focusing screen:

Exposure metering:

Exposure control:

Exposure memory:
Film speed settings:
Shutter:

Shutter speeds:

Film advance:

Frame counter:

Film rewind:
Self-timer:

Accessory shoe:

Built-in TTL flash:

Flash synchronization:

Flash ready-light:

AF-assist flash photography:

Power source:
Dimensions:

Weight:
Optional accessories:

Nikon N4004

1750

Electronically-controlled, autofocus single-lens-reflex
camera with built-in motor drive and TTL flash unit

24mm x 36mm (standard 35mm format)
Nikon F bayonet with autofocus contacts

Autofocus Nikkor lenses and more than 70 non-AF
Nikkor and Series E lenses (with limitation)

A mode: autofocus priority with shutter release
possible only after the green focusing LED lights
up; M mode: manual focusing

Via shutter release button

Fixed pentaprism viewfinder with about 92% frame
coverage

Green LED provides information on focusing via
steady illumination when subject is correctly
focused; red LEDs of “+”, *0”, *-”” provide
information on exposure (over, correct, under), as

well as red thunderbolt mark for flash ready-light

Type B with central focus brackets for autofocus
operation; 12mm diameter reference circle denotes
centerweighted metering area

Thru-the-lens (TTL) full aperture exposure
néeasurement with segmented silicon photodiode
(SPD)

Triple-sensor metering for automatic exposure
correction for difficult lighting conditions; dual
program, shutter speed and aperture are set
automatically, taking into account the focal length of
the lens; in shutter-priority, aperture is set
automatically, for pre-selected shutter speed; in
aperture-priority, shutter speed is set automatically
for preselected aperture; in manual, aperture and
shutter speed are set manually

Via front-mounted AE-lock control
ISO 25-5000 automatic setting for DX-coded films

Electronically-controlled, vertical-travel, focal plane
shutter

Stepless, automatic settings between 1 sec and
1/2000 when set for program “A” (aperture-priority)
or “‘S” (shutter-priority) operation; 12 electronically-
timed fixed speeds from 1 sec. to 1/2000 sec. for
manual setting; long exposures at B setting.

Automatic loading check system; film automatically
advanced to frame ‘1"’ after shutter release is
depressed once; film advance indicator provided on
camera back

Additive-type with automatically reset to ‘S’ when
the camera back is opened

Motorized, automatic after depressing rewind button

Electronically-controlled, 10 sec. shutter release
delay; visual display via LED at front of camera

Standard ISO hot shoe with additional contacts for
TTL metering and flash ready indication

GN 12 (ISO 100 film) with angle of coverage
sufficient for use with lenses to 35mm focal length;
TTL automatic flash control via built-in sensor;
operation integrated with standard triple-sensor
metering to enable proper exposure control even
under difficult subject lighting conditions

1100 sec. for automatic modes; 1/100 sec. or slower
in manual mode, including B

Flash symbol visible as soon as the Nikon
Speedlight is ready; blinks to indicate when flash is
required or when light output of flash was
inadequate for correct exposure

Possible with optional Nikon Speedlights SB-20/22

Four 1.5V AA-type (penlight) batteries via battery
chamber at base plate of camera

154mm (W) x 102mm (H) x 656mm (D)
(60" x 40" x 26")

Approximately 645g (22.6 o0z.), body only

Body Cap BF-1A
Speedlights SB-15/18/20/22



Nikon N2020

Product number:
Type of camera:

Picture format:
Lens mount:
Lenses:

Autofocus selector:

Focus memory:

Viewfinder:

Viewfinder information:

Focusing screen:

Exposure metering:

Exposure control:

Metering range:

Exposure memory:

Exposure compensation:

Film speed settings:

Shutter:

Shutter speeds:

Film advance:

Frame counter:
Film rewind:

Audible warning alarm:

Self-timer:

Accessory shoe:

Nikon N2020

1740

Electronically-controlled, single-lens-reflex camera
with built-in motor drive and dual autofocus

24mm x 36mm (standard 35mm format) A4
Nikon F bayonet with autofocus contacts

More than 12 autofocus Nikkor lenses and more
than 70 non-AF Nikkor and Series E lenses; With
Autofocus Converter TC-16A, more than 30 Nikkor
lenses can be used in the autofocus mode

S mode, autofocus priority with shutter release
possible only after the green focusing LED lights
up; C mode, shutter release priority, the shutter can
be released at any time; C mode particularly
suitable for photographing moving objects; M
mode, manual focusing

Via shutter release button in single-serve autofocus
and via AF-lock button in continuous-serve
autofocus

Fixed pentaprism viewfinder with about 92% frame
coverage

LED providing information on focusing:

— Focusing not possible (X)

— Correctly focused (0)

Arrow indicates direction of rotation of lens as a
focusing aid; LEDs indicate shutter speed, warning
of overexposure and underexposure, and flash
recycling

Type B with central focus brackets for autofocus
operation; 12mm diameter reference circle denotes
centerweighted metering area; interchangeable with
types E and J focusing screens

Thru-the-lens (TTL) full aperture centerweighted
exposure measurement with silicon photodiode
(SPD)

In dual program, shutter speed and aperture are

set automatically, taking into account the focal

length of the lens; standard program, shutter speed | y
and aperture are set automatically; high-speed

program, shutter speed and aperture are set

automatically for preselected aperture; manual,

aperture and shutter speed are set manually

EV1 to EV19 (f1.4 at 1 sec. to f16 at 1/2000 sec.)
with 50mm 1.4 lens and 1SO 100 film

Via front-mounted AE-lock control
+2 to -2 steps in one-third increments via dial

Automatic setting for DX-coded films (ISO 25-5000);
manual setting for films without DX code (ISO
12-3200)

Electronically-controlled, vertical-travel, focal plane
shutter

Stepless, automatic settings between 1 sec and
1/2000 sec. on P Dual, P, P Hi, and A; 12 quartz-
controlled, fixed speeds from 1 sec. to 1/2000 sec.
for manual setting; long exposures at B setting.

Automatic loading check system; with simultaneous
film advance to frame 1; modes of operation,
single-frame advance (S), continuous advance to
25 frames/sec. (C) or shutter locked (L)

Automatically resets to S when the camera back is
opened

Via manual rewind crank after actuating rewind
lever

Sounds in the following cases: DX setting but no
DX-coded film, DX contact dirty, over- or under-
exposure and possible blur in autoexposure modes,
and at end of film roll

Electronically-controlled, 10 sec. shutter release
delay; audible and visual display

Standard I1SO hot shoe with additional contacts for
TTL metering and flash ready indication with \ 4
N2020-dedicated speedlights



Flash synchronization:

Flash ready-light:

Autofocus-assist flash
photography:

Power source:

Dimensions:

Weight:
Optional accessories:

1/125 sec. for automatic modes; 1/125 sec or
slower (plus B) in manual

Flash symbol visible as soon as the
N2020-dedicated Speedlight is ready; blinks after
exposure when light intensity is inadequate

Possible with optional Nikon AF Speedlights
SB-20/22 with camera in single-servo (S) mode

Four 1.5V AAA-type (penlight) batteries; with
optional Battery Holder MB-3, four 1.5V AA-type
batteries can be used

1485mm (W) x 975mm (H) x 54.5mm (D)
(58" x 38" x 2.1")

Approximately 610g (22.1 oz.), body only

Body Cap BF-1A

Battery Holder MB-3 (for AA-type batteries)
Multi Data Back MF-19

Autofocus Converter TC-16A

Remote Trigger Cord MC-12A

Tripod Adapter AH-3

Speedlights SB-15/16B/18/20/21B/22




Nikon N2000

Product number:
Type of camera:

Picture format:
Lens mount:
Lenses:
Viewfinder:

Viewfinder information:

Focusing screen:

Exposure metering:

Exposure control:

Metering range:

Exposure memory:

Exposure compensation:

Film speed setting:
Shutter:

Shutter speeds:

Film advance:

Frame counter:

Film rewind:
Audible warning alarm:

Self-timer:

Accessory shoe:

Flash synchronization:

Flash ready-light:

Power source:

Camera back:
Dimensions:

Weight:
Optional accessories:

Nikon N2000

1720

Electronically-controlled, single-lens-reflex camera
with built-in motor drive

24mm x 36mm (standard 35mm format)
Nikon F bayonet
More than 60 Nikkor and Nikon Series E lenses

Fixed pentaprism viewfinder with approximately
92% frame coverage

Via LEDs, shutter speed, warning of overexposure
or underexposure and recycling of flash

Fixed type K2 BriteView focusing screen with
central non-shading split-image rangefinder circle,
microprism collar and matte/Fresnel outer field;
12mm diameter reference circle denotes
centerweighted metering area

Thru-the-lens (TTL), center-weighted, full-aperture
exposure measurement via silicon photodiode

(SPD)

Standard program, shutter speed and aperture are
set automatically; high-speed program, shutter
speed and aperture are set automatically,
particularly suitable for longer focal lengths;
aperture-priority mode, shutter speed is set
automatically for preselected aperture; manual
mode, aperture and shutter speed are set manually

EV1 to EV19 (f1.4 at 1 sec. to f16 at 1/2000 sec.)
with 50mm f/1.4 lens and ISO 100 film

Via front-mounted exposure-lock

+2EV to -2EV in one-third increments via selector
dial

Automatically for DX-coded films (ISO 25-4000);
manually for films without DX code (ISO 12-3200)

Electronically-controlled, vertical-travel, focal plane
shutter

Stepless, automatic speed setting between 1 sec
and 1/2000 sec on P, P Hi, and A; 12 stepped,
electronically-controlled fixed speeds from 1 sec. to
1/2000 sec, plus B (Bulb) in manual mode

Automatic loading check system; with simultaneous
film advance to frame 1; Mode of operation, single-
frame mode (S), Continuous-frame mode with 2.5
frames/sec. (C) and Locked mode (L)

Additive-type; automatically resets to S when the
camera back is opened

With rewind crank after rewind button is depressed

Sounds in the following cases: DX setting but no
DX-coded film, DX contact dirty, over- or under-
exposure and possible picture blur in autoexposure
modes, and at end of film roll

Electronically-controlled, 10 sec. delay; audible and
visual indication

Standard ISO hot shoe with additional contacts for
TTL metering and flash ready light for use with
N2000-dedicated speedlights

11125 sec in auto modes; 1/125 sec and all slower
speeds, including B, in manual mode

Flash symbol visible as soon as the
N2000-dedicated Speedlight is ready; blinks when
light intensity is insufficient

Four 1.5V AAA-type (penlight) batteries; with
optional Battery Holder MB-3, four 1.5V AA-type
batteries can be used

Interchangeable with Multi Data Back MF-19

1485mm (W) x 975mm (H) x 545mm (D)
(58" x 38" x 20")

Approximately 570g (200 oz.), body only

Body Cap BF-1A

Battery Holder MB-3 (for AA-type batteries)
Multi Data Back MF-19

Remote Trigger Cord MC-12A

Tripod Adapter AH-3

Speedlights SB-15/16B/18/20/21B/22



Nikon FM2

(O]

Product number:

Type of camera:
Picture format:
Lens mount:
Lenses:
Shutter:

Shutter release:

Shutter speeds:
Film advance lever:

Self-timer:
Viewfinder:

Viewfinder display:

Focusing screen:

Mirror:

Motor drive coupling:

Multiple exposure lever:

Frame counter:
Film rewind:

Accessory shoe:
Flash sync:

Flash ready-light:

Exposure metering system:

Metering range:

Film speed range:
Power source:

Exposure meter switch:

Battery power check:

Camera back:

Dimensions:

Weight:

Optional Accessories:

Nikon FM2

1683 (chrome)
1684 (black)

Mechanically-controlled, single-lens-reflex camera
24mm x 36mm (standard 35mm format)

Nikon F bayonet

More than 60 Nikkor and Nikon Series E lenses

Mechanically-controlled, vertical-travel, metal focal
plane shutter with titanium curtains

Mechanical shutter release with ISO screw socket
for cable release AR-3; shutter release button
locked when film advance lever is flush with
camera body

Mechanically governed speeds of 1 sec. to 1/4000
sec., plus B (Bulb)

Single-stroke type; 30° stand-off angle and 135°
winding angle

Mechanical type; 10 sec. exposure delay

Fixed pentaprism viewfinder with about 93% frame
coverage

Shutter speed, f-number in use via aperture-direct-
readout scale on lens and 3 LEDs (+, O, -) for
exposure setting in 5 steps

Standard type K2 with split-image rangefinder spot
and microprism ring; full matte screen B2 and full
matte screen with grid E2 as optional accessories;
screens can also be used with the Nikon FE2

Rapid-return mirror with special control and braking
to reduce vibrations and operating noise; depth-of-
field preview lever provided at front of camera

Electrical contact and mechanical coupling for
optional Motor Drive MD-12

Provided; couples with frame counter to stop count
when multi-exposure being executed

Additive-type, with automatic resetting to S when
the camera back is opened

Via film rewind crank after rewind button is
depressed

Standard 1SO-type; contact for ready light provided

X synchronization up to 1/250 sec.; ISO-type hot
shoe contact; separate PC-type flash connector
with screw thread for connection to flash units
mounted off-camera

LED in viewfinder lights up when Nikon
FM2-dedicated speedlight is fully charged

Thru-the-Lens (TTL), center-weighted full aperture
metering with two silicon photodiodes (SPD)

EV1 to EV18 (1 sec. at f1.4 to 1/4000 sec. at f/8)
with 50mm 1.4 lens and I1SO 100 film

ISO 12 to 6400

One 3V lithium battery or two 1.5V silver-oxide
(button-cell) batteries

Pressing the shutter release button switches meter
on; meter is automatically switched off about 30
seconds after the shutter release button is released

LED in viewfinder lights up to indicate sufficient
power when the shutter release button is pressed

Pops open when the film rewind knob is pulled up;
can be removed to insert Data Back MF-16; memo
holder provided

142.5mm (W) x 90mm (H) x 60mm (D)
(56" x 35" x 2.4")

Approx. 540g (19 oz.), body only

Focusing Screen Type B2/E2
Motor Drive MD-12

Data Back MF-16

Body Cap BF-1A

Speedlights SB-15/16B/18/20/21B/22




Nikon FE2

Product number:
Type of camera:
Picture format:
Lens mount:
Lenses:

Shutter:

Shutter release:
Exposure meter:

Shutter speed:

Exposure metering:

Metering range:
Exposure compensation:

Film speed range:
Shutter speeds:

Film advance lever:

Motor drive coupling:
Shutter release lock:
Viewfinder:

Viewfinder display:

Focusing screen:

Self-timer:

Exposure memory lock:
Multiple exposure:
Accessory shoe:

Flash sync:

Flash ready-light:
Frame counter:

Power source:

Camera back:
Dimensions:

Weight:
Optional accessories:

Nikon FE2

1631 (black)

Electronically-controlled, single-lens-reflex camera
24mm x 36mm (standard 35mm format)

Nikon F bayonet

More than 60 Nikkor and Nikon Series E lenses

Electronically-controlled, vertical-travel, metal focal
plane shutter with titanium curtains

Electromechanical

Thru-the-Lens (TTL) light metering; pressing shutter
release button halfway switches meter on, provided
that the frame counter is at 1 or a higher number;
the exposure meter switches off automatically 16
seconds after the shutter release button is
released; meter switches off automatically at M250
and B settings

19 settings provided; A (automatic), manually
selected, electronically-timed shutter-speed settings
from 8 sec. to 1/4000 sec., plus mechanical 1/250
sec. (M250) and B (Bulb)

Through-the-lens (TTL), centerweighted metering
system using a pair of silicon diodes; full aperture
and stopped-down metering possible

EV1 to EV18 (f1.4 at 1 sec to f/8 at 1/4000 sec) with
50mm /1.4 lens and 1SO 100 film

-2 EVto +2 EV in one-third increments via selector
dial

ISO 12-4000

Automatic, stepless speeds from 8 to 1/4000 sec;
16 quartz-controlled, manually-selected from 8 to

1/4000 sec; mechanical 1/250 sec. (M250) and B
(Bulb)

Single-stroke-type; 30° stand-off angle and 135°
winding angle

Provided at base for optional Motor Drive MD-12
When film advance lever is flush with camera body

Fixed pentaprism viewfinder with about 93% frame
coverage

Shutter speed, f-number, warning symbols for
exposure compensation, warning symbols for
overexposure and underexposure

Standard K2 matte screen with Fresnel lens, split-
image rangefinder spot and microprism collar;
interchangeable with two additional focusing
screens (B2 and E2)

Mechanical-type; approx. 10 sec exposure delay;
reset facility provided

Via self-timer lever provided
Via multiple exposure lever provided

Standard ISO hot shoe with additional contacts for
TTL metering and flash ready-light for Nikon
FE2-dedicated speedlights

At “A”, 1/250 sec.; on manual, 1/250 sec and all
slower speeds, including B (Bulb)

Via LED in viewfinder

Additive-type; automatically resets to S when the
camera back is opened

One 3V lithium battery or two 15V silver oxide
(button-cell) batteries

Interchangeable with optional Data Back MF-16
142.5mm (W) x 90mm (H) x 57.5mm (D)

(56" x 35" x 2.3")

Approximately 550g (19.4 oz.), body only
Focusing Screen Type B2/E2

Motor Drive MD-12

Data Back MF-16

Body Cap BF-1A

Speedlights SB-15/16B/18/20/21B/22



Nikon FA

Product number:

Type of camera:
Picture format:
Lens mount:
Lenses:
Shutter:

Shutter speeds:

Viewfinder:

Focusing screen:

Exposure metering:

Exposure meter switch:

Light metering range:

Exposure control range:

Exposure control:

Exposure information:

Nikon FA

1730 (chrome)
1731 (black)

Electronically-controlled, single-lens-reflex camera
24mm x 36mm (standard 35mm format)

Nikon F bayonet

More than 60 Nikkor and Nikon Series E lenses

Electronically-controlled, vertical-travel, metal focal
plane shutter with titanium curtains

Stepless speeds of from 1 sec. to 14000 sec. in
“P” (Program) and “A” (Aperture Priority)
automatic exposure modes; 16 manually-selected
speeds of from 1 sec. to 1/4000 sec. provided for
operation in “S” (Shutter-Priority) and ‘M”’
(Manual) exposure modes; manual speed setting
controlled via ceramic oscillator; mechanically-
controlled 1/250 sec. (at “M250’) and long
exposure (at ‘B”) settings provided

Fixed pentaprism viewfinder with approximately
93% frame coverage; eyepiece shutter provided
for operation when eye is away from eyepiece

Matte screen with Fresnel lens and central split-
image rangefinder spot surrounded by microprism
collar (Nikon Type K2 screen)

TTL full-aperture automatic multi-pattern metering
or centerweighted metering via silicon photodiode
(SPD); metering method selected via changeover
switch; Automatic Multi-Pattern metering (AMP)
provides for light measurement in five areas of the
focusing screen to enable automatic exposure
correction for difficult light conditions;
centerweighted metering provides for approximately
60% of the light reading to be concentrated in the
12mm circle in the center of the viewfinder

Built in exposure meter commences measurement
when the shutter release button is half depressed;
meter switches off about 16 sec. after the button is
released

EV1 to EV20 (f1.4 at 1 sec. to f16 at 1/4000 sec.)
with 50mm /1.4 lens and ISO 100 film

EV1 to EV16-¥3 with 50mm 1.4 lens and I1SO 100
film (AMP metering)

Three automatic exposure modes, “P”’
programmed), “‘S”’ (shutter-priority) and “A”
gaperture-priority), plus “M” (manual) exposure
mode provided; In “P” mode, shutter speed and
aperture both set automatically and steplessly; dual
program operation at “P”’ provides for automatic
selection of “normal” program for lens focal
lengths shorter than 135mm and “‘Hi-speed”’
program for focal lengths of 135mm and longer; In
“S” mode, speed manually preselected and
aperture set automatically and steplessly via
camera; automatic correction (‘‘cybernetic”’
override) of shutter speed if preselected speed
does not give satisfactory exposure; In “A” mode,
aperture manually preselected and shutter speed
set automatically and steplessly via camera; In “M”
mode, both shutter speed and aperture are set
manually

In “P” mode, the LCD above the viewfinder
displays the fixed speed closest to the
automatically selected speed; ‘“HI” or ““LO” in the
LCD give warnings of over-exposure or under-
exposure, respectively; ““FEE” indicates that the
aperture has not been properly set; In “S” mode,
the LCD displays the integral aperture number
closest to the automatically selected aperture, or
the fixed speed closest to the automatically
selected speed if the set speed does not give
satisfactory exposure; the LCD gives a warning of
overexposure or underexposure with ‘“HI” or *LO”,
respectively; the fixed speed manually selected is
always displayed separately; In “A” mode the LCD
displays the fixed speed closest to the
automatically selected speed and warns of
overexposure or underexposure with “HI” or “LO”,
respectively; the f-number set is always displayed
separately; In “M’”’ mode, the LCD displays the
manually selected shutter speed preceded by “M;
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Exposure compensation:

Film advance:

Automatic film advance:
Frame counter:

Film rewind:

Self-timer:

Depth-of-field preview lever:

Multiple exposures:

Camera back:
Data back contacts:

Handgrip:

Accessory shoe:

Flash synchronization:

Flash ready-light:

Power source:
Dimensions:

Weight:
Optional accessories:

“-+” simultaneously illuminated means correct
exposure, “+’’ or - individually illuminated
means overexposure or underexposure,

respectively; the f number set is always displayed

-2 EV to +2 EV in one-third increments via selector
dial; a red warning LED with a +/- symbol is visible
inside the viewfinder when the meter is on and
compensation has been selected

Wound in single stroke with 30° lever stand-off
angle and 135° winding angle; film advance lever
doubles as shutter release button lock when set
flush to camera body

Possible via optional Motor Drive MD-15 or MD-12

Additive-type, with automatic resetting to “‘S” when
camera back is opened; shutter fires at 1/250 sec.

(unless shutter speed dial is set at B) until counter
reaches frame “‘1”

Manually via folding crank after rewind button in
baseplate is depressed

Mechanical type; 10 sec. exposure delay

Provided for visual review of depth-of-field on the
focusing screen

Possible via lever fitted coaxially to film advance
lever

Interchangeable with optional Data Back MF-16

Two internal electrical contacts provided for camera
operation with Data Back MF-16

Detachable; must be removed when attaching
motor drive

Standard ISO hot shoe with additional contacts for
TTL metering and flash ready-light for Nikon FA-
dedicated speedlights; accepts
SB-15/16B/18/20/21B/22 for TTL direct flash control

1/250 sec. or slower with electronic flash; with
Nikon-dedicated speedlights sync automatically set
to 1/250 when flash is mounted and camera and
flash are turned on; with ““M”’ mode, flash sync
provided at speeds of from 1 to 1/250 sec.;
threaded PC-type terminal provided for off-camera
flash operation

Viewfinder LED lights up as soon as the Nikon
flash unit is ready; LED blinks to warn of
insufficient light output or incorrect shutter speed
setting or film speed setting

One 3V lithium battery or two 1.5V silver-oxide
(button-cell) batteries

1425mm (W) x 92mm (H) x 64.5mm (D)
(56" x 36" x 25")

Approximately 625g (22.3 o0z.), body only

Focusing Screen Type B2/E2
Motor Drive MD-15

Data Back MF-16

Body Cap BF-1A

Speedlights SB-15/16B/18/20/21B/22






Nikon One-Touch®

Product number:
Type of camera:

Picture format:

Lens:

Filter:

Shutter:

Viewfinder:

Field of view:
Viewfinder information:

Focusing:

Focus memory:
Exposure metering:
Metering range:
Film speed setting:

Film speed range:
Film loading/advance:

Frame counter:
Film rewind:

Electronic flash:

Flash range:
Self-timer:

Battery check:

Power source:
Dimensions:

Optional accessories:

Nikon One-Touch

1805

Autofocus, compact camera with macro focus
range and automatic flash backlight compensation
(smart flash)

24mm x 36mm (standard 35mm format)

Nikon 35mm /2.8 lens; 4 elements in 3 groups
46mm dia. threaded mount provided at front of lens
Programmed, electronic in-lens shutter
Bright-frame viewfinder; magnification 0.5x
Approximately 85% frame coverage at infinity

Bright frame with parallax compensation marks,
autofocus frame marks, display for correct focusing
(green LED), flash-ready indicator (red LED);
battery check and “too-near-subject” warning also
provided

16-step, infrared, active autofocus system; 05m 17”
to infinity

By pressing the shutter release

Two CdS cells; one for the programmed, automatic

exposure system and one for automatic flash
backlight compensation (smart flash)

EV6.4 to EV17 (f2.8 at 1/11 sec. to /16 at 1/500 sec.)
with ISO 100 film

Automatic for DX-coded films; set to ISO 100 for
non-DX

ISO 64 to 1600

Auto film loading with film automatically advanced
to first frame

Additive type; resets when camera back is opened;
counts backwards as film is being rewound

Automatically at end of film roll; film rewind stop
automatic as film leader leaves sprockets

Automatic functions are available, as follows:
* Flash in case of insufficient light
* Flash dimmer for distances less than 0.7m (2.3

ft)
* Flash backlight compensation
* Shutter locks until flash is fully charged
* Flash cancel button for photographs without flash
Charging time about 3 sec.

0.45-4m (1.5-14.8 ft.), ISO 100 film

Via self-timer; 10 sec. shutter release delay with
indicator light

Approximately 5 years (ten 24-exposure rolls per
year with 30% flash usage); shutter release locks
when battery is exhausted

Lithium battery pack (Duracell DL223A 6V or
Panasonic BR-P2 6V)

135.8mm (W) x 715 (H) x 48mm (D)
(563"x2.8"x19")

Pouch Case for Tele-Touch Deluxe/
One-Touch/Fun-Touch
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Product number:
Type of camera:

Picture format:
Lens:

Lens cover:

Filter:
Shooting distance:

Film speed setting:

Shutter:

Viewfinder:

Viewfinder information:

Focusing:

Exposure metering:

Film loading:
Film advance:

Film rewinding:

Frame counter:

Self timer:

Built-in flash:
LCD panel:
Battery life:
Power source:

Dimensions:

Weight:
Optional accessories:

Nikon Tele-Touch Deluxe

1810

Autofocus compact camera with wide-angle,
telephoto and macro function, plus Advanced
Smart Flash

24mm x 36mm (standard 35mm format)

Wide—Nikon lens 35mm f/35; 4 elements in 3
groups

Tele—Nikon lens 70mm {/6.8; 8 elements in 6
groups

Opens or closes automatically with the power
switch

Built-in soft-effect filter; 1 element in 1 group

0.69m to infinity
(23 ft. to infinity)

Automatically set to ISO 64, 100, 200, 400, 1000,
1600 for DX-coded film; Non-DX-coded films are
automatically set at ISO 100

Programmed electronic shutter; also serves as
diaphragm blades

Reverse-Galilean Albada-type bright-frame
viewfinder; 0.42x(at W) or 0.79x (at T) magnification
automatically selected and set by motor; approx.
85% (W) or 86.5% (T) frame coverage; - 1 dioptry

Picture frame marks, autofocus frame marks,
parallax compensation frame marks, focus indicator
LED (green), flash ready-light indicator LED (red)

Active autofocus system; lightly pressing shutter
release button locks focus

Programmed auto exposure control:
EV6 to EV16 on “W”

EV79 to EV16 on “T”

(at 1ISO 100)

Film automatically advances to first frame when
camera back is closed

Automatic, at 0.7 second per frame in continuous
shooting mode

Automatic rewinding when end of film roll is
reached; approx. 18 sec. per 24-exposure roll; stops
automatically when film is rewound; mid-roll rewind
button provided

Additive type; automatically resets when camera
back is opened; counts back while film is rewinding

Activated by self-timer/continuous shooting button
and by depressing shutter release button; locks
focus and exposure; 10-second delay with indicator
lamp; two-shot self-timer possible; cancelable

Fire automatically if existing light is insufficient for
normal shooting; ready-light; shutter locks if flash is
not charged; recycling time approx. 1.8 sec.

Film counter, battery power indicator, continuous
shooting indicator, flash mode indicator and self-
timer indicator appear on LCD panel

Approx. 25 rolls* of 24-exposure film w/50% flash

Lithium battery pack (Duracell DL223A 6V or
Panasonic BR-P2 6V)

136mm (W) x 72mm (H) x 466mm (D)
(54" x 28" x 1.8")

Approx. 310g (109 oz.) without batteries

Pouch Case for Tele-Touch Deluxe/
One-Touch/Fun-Touch

*With fresh battery pack at normal temperature
(68°F/20°C).



Nikon Action-Touch
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Product number:
Type of camera:

Picture format:
Lens:

Shutter:
Viewfinder:
Field of view:

Viewfinder information:

Focusing:

Focus memory:
Exposure metering:
Metering range:
Film speed setting:

Film speed range:
Film loading/advance:

Frame counter:

Film rewind:

Electronic flash:

Flash range:
Self-timer:

Battery capacity:

Power source:
Dimensions:

Optional accessories:

Nikon Action-Touch

1840

All weather, autofocus, compact camera,
watertight to a depth of 3m (10 ft.)

24mm x 36mm (standard 35mm format)

Nikon 35mm f/2.8 lens, 4 elements in 3 groups
Programmed, electronic in-lens shutter
Bright-frame viewfinder; 0.5x magnification
Approximately 85% frame coverage at infinity

Bright frame with parallax compensation marks,
autofocus frame marks, focus symbols and focus
indicator needle; M for manual focusing; LED
warning of insufficient light and *‘too-near-
subject’”” warning also provided

Infrared, active autofocus system; 0.7m (2.2 ft) to
infinity; four-step manual focusing via stepped
selector

By pressing the shutter release button
Lens-mounted CdS cell coupled to programmed,
automatic exposure system

EV6 to EV17 (f/2.8 at 1/8 sec. to f17.5 at 1/430
sec.) with ISO 100 film

Automatically for DX-coded films; set to ISO 100
for non-DX film

ISO 50 to 1600

Auto film loading with film automatically
advanced to first frame

Additive type; resets when the camera back is
opened

Automatic after pressing rewind lever at base of
camera; film rewind stop automatic as film leader
leaves sprocket

Switched on by turning flash lever; LED flash

prompt provided; shutter release button is
blocked until flash fully charged and ready to fire

0.7m to 36m (2.3ft to 10.8ft), ISO 100 film

Electronic with 10 sec. exposure delay and
audible signal

Approximately 100 rolls of 24-exposure film
without flash; approximately 10 rolls of
24-exposure film with flash

Two 1.5V AA-type (penlight) alkaline-manganese
batteries (NiCd batteries not suitable)

134mm (W) x 8immmm (H) x 48mm (D)
(5.2"x3.2"x19")

CS-L35AW Semi-Soft Camera Case
Pouch Case with Strap for Action-Touch




Nikon Fun-Touch

saa FIMTI

14

Product number:
Type of camera:
Picture format:
Lens:

Shutter:
Viewfinder:

Field of view:

Viewfinder information:

Focusing:

Focus memory:
Exposure metering:
Metering range:
Film speed setting:

Film speed range:

Film loading/advance:

Frame counter:

Film rewind:
Electronic flash:

Flash range:
Self-timer:

Battery check:
Battery capacity:
Power source:

Dimensions:

Optional accessories:

Nikon Fun-Touch

1807

Autofocus, compact camera

24mm x 36mm (standard 35mm format)

Nikon 35mm /35 lens; 4 elements in 3 groups
Programmed, electronic in-lens shutter
Bright-frame viewfinder; 0.46x magnification
About 85% frame coverage at infinity

Bright frame with parallax compensation marks,
autofocus frame marks, display for correct focusing
(green LED), flash-ready indicator (red LED);
battery check

Infrared, active autofocus system; 0.96m (2.7 ft.) to
infinity

By pressing the shutter release

CdS cells; programmed automatic exposure control
EV9 to EV16 (with ISO 100 film)

Automatic for DX-coded films; set to ISO 100 for
non-DX film

ISO 64 to 1600

Auto film loading with film automatically advanced
to first frame

Additive type; automatically resets when camera
back is opened; counts backward during film
rewind

Automatically at end of film roll; film rewind stop as
film leader leaves sprockets

Automatic flash when light is insufficient; shutter
locks until flash is fully charged

096-36m (2.7 to 107 ft.) (with ISO 100 film)

Via self-timer lever; 10 sec. shutter release delay
with indicator light

By LED in viewfinder

Approximately 100 rolls of 24-exposure film without
flash; approximately 10 rolls of 24-exposure film
with flash

Two 15V AA-type (penlight) alkaline-manganese
batteries (NiCd batteries not usable)

131mm (W) x 7imm (H) x 47mm (D)
(5.1"x2.8"x19")

Pouch Case for Tele-Touch Deluxe/
One-Touch/Fun-Touch



Nikon Tele-Touch

Product number:
Type of camera:

Picture format:
Lens:
Shutter:

Viewfinder:

Field of view:

Viewfinder information:

LCD monitor:
Focusing:

Focus memory:

Audible warning signal:

Exposure metering:

Metering range:

Film speed setting:

Film loading advance:

Frame counter:
Film rewind:
Electronic flash:
Film rewind:
Flash range:
Self-timer:
Battery check:
Battery capacity:

Power source:

Dimensions:

Weight:

Optional accessories:

Nikon Tele-Touch

1803

Autofocus compact camera with wide-angle,
telephoto and macro function

24mm x 36mm (standard 35mm format)

Wide-angle, Nikon 38mm f/35, 4 lenses in 6
groups; telephoto, Nikon 65mm /56, 8 lenses in 6
groups

Programmed, electronic in-lens shutter

Bright-frame viewfinder; 0.45x magnification at W;
0.72x magnification at T

Approximately 83% frame coverage at infinity

Bright frame with parallax compensation frame
marks, autofocus frame marks, focus symbols and
focus distance indicator needle

Indicates status of battery, film advance and film
load check, frame counter and automatic flash

Stepless, infrared, active autofocus system; 0.4m
(1.3 ft) to infinity at W, 1.3m (4.3 ft) to infinity at T
By pressing the shutter release button

Sounds in the following cases: shooting distance
too close; film rewind complete; film improperly
loaded; lens blocked on changing to T setting

Lens-mounted CdS cell coupled to programmed,
automatic exposure system

EV6 to EV17 at W, EV7.4 to EV184 at T (with ISO
100 film)

Automatic for DX-coded films; set to ISO 100 for
non-DX films

Auto film loading with film automatically advanced
to first frame

Additive type; resets when the camera back is
opened; counts backward as film is rewound

Automatically at end of roll

Built-in flash automatically pops up into the ready
position when required; Shutter release blocked
until flash is fully charged and ready to fire

With rewind crank after rewind button is depressed

04-5m (1.3-16 ft.) at W; 1.3-3m (439 ft.) at T
(for ISO 100)

Electronic with 10 sec. exposure delay and audible
signal

Via LCD monitor panel

Approximately 80 rolls of 24-exposure film without
flash; approximately 8 rolls of 24-exposure film with
flash

Two 15V AA-type (penlight) alkaline-manganese
batteries and one lithium battery for LCD monitor
panel

137mm (W) x 78mm (H) x 58mm (D)
(563"x30"x2.3")

Approximately 355g (12.4 oz.) without AA-type
batteries mounted

CS-L35TW Semi-Soft Camera Case
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Product number:

Reversing adapter for El-Nikkor

(40.5mm dia.):

Product number:

Reversing ring for earlier El-
Nikkor (34.5mm dia.):

Product number:

Lens cap, (40.5mm dia.):

Product number:

Lens cap, (52mm dia.):

Product number:

Lens cap for earlier EI-Nikkor

(43mm dia.):

Extension ring for EI-Nikkor:

Product number:

Reversing adapters

2641

40mm f/4N, 50mm, f/2.8N, 63mm f/2.8N, 75mm
f/4AN, 80mm f/5.6N, 105mm f/56N lenses

2640

For 75mm f/4 lens

Lens Caps

577

For 40mm f/4N, 50mm, f/2.8N, 63mm f/2.8N,
75mm /4N, 80mm /5.6N, 105mm /56N lenses

581
For 135mm f/5.6A, 150mm f/5.6A lenses
576

For 135mm f/5.6 lens

Extension ring

50mm—135mm
2642




Product number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Front mount size (c):
Attachment size (d):
Rear mount size (e):
Mounting flange:

Product number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Front mount size (c):
Attachment size (d):
Rear mount size (e):
Mounting flange:

EL-Nikkor 300mm /5.6 A

256

300 mm

1:5.6

52°

6 elements in 4 groups

2x

1x-8x

f/5.6-f/45

380-700mm

410mm diameter

270mm x 330mm (10" x 12")
117mm dia. x 97mm (4.6"” x 3.8")
1190g (41.7 0z)

90mm diameter (p = 1.0mm)
86mm diameter (p = 1.0mm)
90mm diameter (p = 1.0mm)
provided; 121mm diameter

EL-Nikkor 360mm f/5.6

95104

360mm

1:56

50°

6 elements in 4 groups

2x

1x-4x

f/5.6-f/45

380-700nm

500mm diameter

300mm x 400mm (11” x 14")
143mm dia. x 119mm (56" x 4.7")
2700g (95.2 0z.)

130mm diameter (p = 1.5mm)
120mm diameter (p = 1.0mm)
130mm diameter (p = 1.5mm)

provided; 165mm diameter
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Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Front mount size:
Attachment size (d):
Rear mount size (e):
Mounting flange:

Product number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Front mount size (c):
Attachment size (d):
Rear mount size (e):
Mounting Flange:

Product number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Front mount size (c):
Attachment size (d):
Rear mount size (e):
Mounting flange:

EL-Nikkor 180mm f/5.6A

253

179.6mm

1:56

54°

6 elements in 4 groups

4x

2x-8x

f/5.6-f/45

380-700nm

230mm diameter

130mm x 180mm (5" x 7")
77mm dia. x 62mm (3.0” x 2.4")
455¢ (160 oz.)

72mm diameter (p = 1.0mm)
67mm diameter (p = 0.75mm)
72mm diameter (p = 1.0mm)
provided; 98mm diameter

EL-Nikkor 210mm f/5.6A

254

2105mm

1:56

54°

6 elements in 4 groups

4x

2x-8x

f/5.6-f/45

380-700nm

270mm diameter

130mm x 210mm (5" x 7")
77mm dia. x 70mm (30" x 2.8”)
5509 (194 oz.)

72mm diameter (p = 1.0mm)
67mm diameter (p = 0.75mm)
72mm diameter (p = 1.0mm)
provided; 98mm diameter

EL-Nikkor 240mm F/5.6A

255

241.8 mm

1:5.6

57°

6 elements in 4 groups

4x

1x-8x

f/5.6-f/45

380-700mm

330mm diameter

180mm x 240mm (8" x 10")
97mm dia. x 77.5mm (3.8” x 3")
8609 (30.1 02)

82mm diameter (p = 1.0mm)
77mm diameter (p = 0.75mm)
82mm diameter (p = 1.0mm)
provided; 108mm diameter
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Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

EL-Nikkor 105mm {/5.6N

213

1055mm

1:56

51°

6 elements in 4 groups

5x

2x-10x

/5.6-132

380-700nm

120mm diameter

60mm x 90mm

51mm dia. x 40mm (2.0” x 1.6")
110g (39 oz.)

405mm diameter (p = 0.5mm)
39mm diameter (p = 1/26")

EL-Nikkor 135mm f/5.6A

251

135mm

1:56

53°

6 elements in 4 groups
5x

2x-10x

f/5.6-f/45

380-700nm

160mm diameter

90mm x 120mm (4” x 5”)
56mm dia. x 47.5mm (2.2"” x 1.9")
190g (6.7 0z.)

52mm diameter (p = 0.75mm)
39mm diameter (p = 1/26");
50mm diameter (p = 0.75mm)

EL-Nikkor 150mm f/5.6A

252

1496mm

1:56

51°

6 elements in 4 groups

4x

2x-8x

1/5.6-f/45

380-700nm

180mm diameter

100mm x 130mm (4" x 5")
56mm dia. x 50.2mm (2.2"” x 2.0")
210g (7.4 oz.)

52mm diameter (p = 0.75mm)
39mm diameter (p = 1/26");
50mm diameter (p = 0.75mm)
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Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions:
Weight:

Attachment size:

Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions:
Weight:

Attachment size (d):
Rear mount size (e):

Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

EL-Nikkor 63mm {/2.8N

21

62.9mm

1:28

43°

6 elements in 4 groups

8x

2x-20x

fl2.8 - {16

380-700nm

55.2mm diameter

32mm x 45mm

51mm dia. x 42.5mm (2.0" x 1.7")
120g (4.2 0z.)

(d): 40.5mm diameter (p = 0.5mm)
(e): 39mm diameter (p = 1/26")

EL-Nikkor 75mm f/4N

224

749mm

1:4

48°

4 elements in 3 groups

5x

2x-10x

fla-f122

380-700nm

80mm diameter

60mm x 60mm

51mm dia. x 33mm (2.0” x 1.3")
90g (8.2 0z.)

405mm diameter (p = 0.5mm)
39mm diameter (P = 1/26")

EL-Nikkor 80mm f/5.6N

212

80.2mm

1:56

53°

6 elements in 4 groups

5x

2x-15x

f/5.6-f/32

380-700nm

95mm diameter

60mm x 70mm

51mm dia. x 385mm (2.0” x 1.5")
100g (35 oz.)

40.5mm diameter (p = 0.5mm)
39mm diameter (p = 1/26")
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Dimension Reference Drawing

This drawing for common reference for lens and mounting dimensions as provided in

accompanying specifications.

EL-Nikkor 40mm f/4N

Product Number:

Focal length:

Maximum aperature ratio
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

209

40.1mm

1:4

52°

6 elements in 4 groups

10x

5x-30x

fl4-fl22

380-700nm

43.2mm diameter

24mm x 36mm

51mm dia. x 42mm (20" x 1.7")
100g (35 oz.)

405mm diameter (p = 0.5mm)
39mm diameter (p = 1/26")

EL-Nikkor 50mm f/2.8N

Product Number:

Focal length:

Maximum aperture ratio:
Covering power:

Optical construction:
Standard magnification:
Usable magnification range:
Aperture range:

Correction wavelength range:

Original size:
Original format size:
Dimensions (b x a):
Weight:

Attachment size (d):
Rear mount size (e):

210

52.0mm

1:2.8

41°

6 elements in 4 groups

8x

2x-20x

f/2.8-f116

380-700nm

43.2mm diameter

24mm x 36mm

51mm dia. x 39mm (2.0” x 1.5")
105g (3.7 oz.)

40.5mm diameter (p = 0.5mm)
39mm diameter (p = 1/26")

74



2X Teleconverter TC-201

Product Number: 1403

Nikon Teleconverter Focal length: Double that of the mounted prime lens
Optical construction: 7 elements in 5 groups
Aperture coupling range: fl2 — 132
Effective aperture range: f/4 to f/64
Diaphragm coupling: Via built-in automatic mechanism
Reproduction ratio: Double that of the mounted prime lens
Depth of field: Half that of the mounted prime lens
Closest focusing distance: Same as that of mounted prime lens
Extension from flange: 44m (1.8")
Dimensions: 64.5mm dia. x 51.4mm (2.5” x 20" )
Weight: 230g (8.1 oz.)

Information on the use of the TC-201 is given in
the Table of Nikkor Lenses (see pages 43/44).

Optional Accessories: Hard Lens Case CL-30S
Soft Leather Lens Pouch #61

2X Teleconverter TC-301

Product Number: 1404
Focal length: Double that of the mounted prime lens
Optical construction: 5 elements in 5 groups

3 Aperture coupling range: /2.8 to /32

o Effective aperture range: f/5.6—f/64

b Diaphragm coupling: Via built-in automatic mechanism

§ Reproduction ratio: Double that of mounted the prime lens

= Depth of field: Half that of the mounted prime lens

% Closest focusing distance: Same as that of mounted prime lens

= Extension from flange: Mount-to-mount length 22mm (0.9")
Dimensions: 64.5mm dia. x 115mm (25" x 4.5")
Weight: 300g (99 oz.)

Information on the use of the TC-301 is given in
the Table of Nikkor Lenses (see pages 43/44).

Optional Accessories: Hard Lens Case CL-33S
Soft Leather Lens Pouch #62
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Product Number:

Focal length:

Optical construction:
Aperture coupling range:
Effective aperture range:
Diaphragm coupling:
Reproduction ratio:
Depth of field:

Closest focusing distance:

Extension from flange:
Dimensions:
Weight:

Optional Accessories:

Product Number:

Focal length:

Optical construction:
Aperture coupling range:
Effective aperture range:
Diaphragm coupling:
Reproduction ratio:
Depth of field:

Closest focusing distance:

Extension from flange:
Dimensions:
Weight:

Optional Accessories:

1.4X Teleconverter TC-14A

1400

1.4x that of the mounted prime lens
5 elements in 5 groups

1.8 to f/32

fl2.8—f/45

Via built-in automatic mechanism
1.4x that of mounted prime lens
About 70% that of mounted prime lens
Same as that of mounted prime lens
Mount-to-mount length 22mm (0.9")
65mm dia. x 255mm (2.6” x 1.0")
145g (5.1 oz.)

Information on the use of the TC-14A is given in the
Table of Nikkor Lenses (see pages 16/17).

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61

1.4X Teleconverter TC-14B

1401

1.4x that of the mounted prime lens
5 elements in 5 groups

f/2 to /45

f/2.8 to /45

Via built-in automatic mechanism
1.4X that of mounted prime lens
About 70% that of mounted prime lens
Same as that of mounted prime lens
22m (09")

65mm dia. x 34mm (2.6" x 1.3")
1659 (5.8 0z.)

Information on the use of the TC-14B is given in the
Table of Nikkor Lenses (see pages 16/17).

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61
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Product Number:

Focal length:

Optical construction:
Aperture coupling range:
Effective aperture range:
Diaphragm coupling:
Special characteristic:

Focusing drive:
Dimensions:

Weight:

Optional Accessories:

Autofocus Converter TC-16A

1999

1.6x that of the mounted prime lens
5 elements in 5 groups

f1.8 — /32

fl2.9 to /51

Via built-in automatic mechanism

Provides autofocus operation of Nikkor lenses with
f/2.8 and brighter maximum aperture and N2020
camera.

Via focus drive motor in N2020, N4004
69mm dia. x 30mm (2.7 x 1.2" )
150g (5.0 oz.)

Soft Leather Lens Pouch #61




AF Nikkor 300mm f/4 ED-IF
Focusing Depth of field Reproduction
distance ratio
fl4 f/5.6 18 111 116 fl22 fI32
2i5 2.49-2.51 2.49-2.51 2.49-2.51 2.48-2.52 2.47-2.53 2.46-2.54 2.45-2.56 1/7.0
3 2.99-3.01 2.99-3.01 2.98-3.02 2.97-3.03 2.96-3.04 2.94-3.06 2.92-3.09 1/8.6
3.5 3.49-3.51 3.48-3.52 3.47-3.53 3.46-3.54 3.44-3.56 3.42-3.58 3.39-3.62 1/10.3
4 3.98-4.02 3.97-4.03 3.96-4.04 3.95-4.06 3.92-4.08 3.89-4.11 3.85-4.17 112.0
5 4.97-5.03 4.96-5.05 4.94-5.07 4.91-5.09 4.87-5.13 4.83-5.19 4.76-5.27 1/15.3
6 5.95-6.05 5.93-6.07 5.91-6.10 5.87-6.13 5.82-6.20 5.75-6.28 5.64-6.41 1/18.6
7 6.93-7.07 6.91-7.09 6.87-7.13 6.82-7.19 6.75-7.27 6.66-7.38 6.51-7.57 1/22.0
8 7.91-8.09 7.88-8.12 7.83-8.18 7.77-8.25 7.67-8.37 7.565-8.51 7.36-8.77 1/25.3
10 9.86-10.1 9.81-10.2 9.73-10.3 9.63-10.4 9.48-10.6 9.30-10.8 9.01-11.3 1/32.0
15 14.7-16.3 14.6-15.5 14.4-15.7 14.2-15.9 13.8-16.4 13.4-17.0 12.8-18.1 1/48.7
30 28.8-31.4 28.3-31.9 27.6-32.9 26.8-34.1 25.6-36.3 24.2-39.5 22.3-46.2 1/98.7
=) 675- 00 483-00 338-00 246-00 169-00 123-00 85-00 1/00

(Units = Meters)
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AF Micro Nikkor 55mm £/2.8

Focusing Depth of field Reproduction
distance ratio
/2.8 /4 /5.6 /8 /11 /16 /22 /32
0,228 0,228-0,229 0,228-0,229 0,228-0,229 0,228-0,229 0,228-0,229 0,228-0,229 0,228-0.229 0,228-0,229 1.0
0,229 0,229-0.229 0,229-0,229 0,229-0.229 0,229-0,229 0,229-0,229 0.229-0,229 0,228-0,230 0,228-0,230 1/1.1
0.23 0,230-0.230 0,230-0,230 0,230-0,230 0,230-0.230 0,230-0,230 0,230-0,231 0,229-0,231 0,229-0,231 1/1.2
0,235 0,235-0,235 0,235-0,235 0,235-0,235 0,235-0.235 0,234-0,236 0,234-0.,236 0,234-0,236 0,233-0,237 1/1.5
0,24 0,240-0,240 0,240-0,240 0,240-0,240 0,240-0,241 0,239-0,241 0,239-0,241 0,239-0,242 0,238-0,242 1/1.6
0.25 0,250-0,250 0,250-0,250 0,250-0,251 0,249-0,251 0,249-0,251 0,249-0,252 0,248-0,252 0,247-0,253 1/1.9
0.27 0,270-0,270 0,269-0,271 0,269-0.271 0,269-0,271 0,268-0,272 0.268-0.273 0,267-0,274 0,265-0,275 1/2.4
0,3 0,299-0,301 0,299-0.301 0,299-0,302 0,298-0.302 0,297-0,303 0,296-0,304 0,294-0,306 0,292-0,309 1/3.0
0,35 0,349-0,351 0.348-0,3562 0,347-0,353 0,346-0,354 0,345-0,355 0,343-0,358 0,340-0,361 0,336-0,366 1/4,0
0.4 0,398-0,402 0.397-0,4083 0,396-0,404 0,394-0,406 0.392-0,409 0,389-0,412 0,384-0.418 0,378-0,426 1/5.0
0.5 0,496-0,504 0,494-0,506 0,492-0,508 0,489-0,512 0,484-0517 0,478-0,525 0,470-0,5636 0,459-0,553 1/6.9
0.7 0,690-0,710 0,686-0.714 0.681-0,721 0,673-0,730 0,663-0,743 0,649-0,762 0,630-0,792 0,606-0,839 1/1056
1 0,971-1,024 0,968-1,034 0,956-1,049 0.938-1,071 0,915-1,104 0.885-1,155 0,846-1,237 0,796-1,377 1/16.0
2 1,899-2,118 1,860-2,170 1,807-2,249 1,737-2.371 1,648-2569 1,637-2,918 1,406-3,622 1,2566-5,653 1/34.3
oo 32,2-00 22,8- 16,2-c0 11,5- 8, 1-c0 5,8-00 4 1-c0 3,0-c0 1/
AF Nikkor 180mm /2.8 ED-IF
Focusing Depth of field Reproduction
distance ratio
/2.8 f/4 /5.6 /8 f/11 f/16 /22
1.5 1,60-1,50 1,49-1,51 1,49-1,61 1,49-1,51 1.48-1,62 1.47-1,63 1,46-1,54 1/6.8
1.7 1,69-1,71 1,69-1.71 1,69-1,71 1,68-1,72 1,68-1,73 1.67-1.74 1,65-1,75 1/7.9
2 1,99-2,01 1,99-2,01 1,98-2,02 1,97-2,03 1,96-2,04 1,956-2,05 1,93-2,08 1/9.6
25 2,49-252 2,48-252 2,47-253 2,46-254 2,44-256 2,42-259 2,39-2.63 1/12.3
3 2,98-3.02 2,97-3,03 2,96-3,05 2,94-3,06 2,91-3.09 2,88-3,13 2,83-3,19 /151
4 3,96-4,04 3.94-4.06 3.92-4.08 3.89-4,12 3.84-4.17 3,78-4,25 3,70-4,36 1/20,7
5 4,93-5,07 4,91-5,10 4,87-5,14 4,82-5,19 4,75-5,28 4,65-5,41 4,52-5,60 1/26.2
6 5,90-6,10 587-6,14 5,81-6,20 5,74-6,29 5,64-6,42 5,60-6,61 5,32-6,90 1/31.8
8 7.83-8.18 7.76-8,26 7,66-8,37 7,53-8,53 7.36-8,77 7,12-9.14 6.81-9,72 1/42,9
12 11.6-12.4 11,6-12,6 11.2-129 11,0-13.3 10.6-13,9 10,1-14.8 9.6-16,5 1/65.1
20 18,9-21.2 18,6-21.8 18.0-22.6 17,2-238 16.3-25.9 15,2-29.6 13,8-36.9 1/109.6
3 344~ 243~ 172-00 122-00 86— 61-oc0 43— 1/00
AF Nikkor 300mm /2.8 ED-IF
Depth of field
Focusing Reproduction
distance /2.8 /4 /5.6 /8 f/11 f/16 122 s
3 2,99-3,01 2,99-3,01 2,99-3,01 2,98-3,02 2,97-3,03 2,96-3,04 2,95-3,06 1/8.4
4 3,99-4,01 3,98-4,02 3,97-4,03 3,96-4,04 3,95-4,05 3,92-4,08 3,90-4,11 /11,7
5 4,98-5,02 4,97-5,03 4,96-5,04 4.94-5,06 4,92-5,09 4,88-5,13 4,83-5,18 1/15,0
6 5,97-6,03 5,95-6,05 5,94-6,07 5,91-6,09 587-6,13 5,82-6,19 5,76-6.27 1/18.4
7 6.96-7,05 6,94-7.07 6.91-7,09 6.87-7.13 6.83-7,18 6.75-7.27 6.66-7,38 1/21.7
8 7.94-8,06 7.92-8,09 7,88-8,12 7.83-8,18 7.77-8.24 7,67-8.36 7,56-8.50 1/25.0
10 9.91-10.1 9.87-10.1 9.81-10,2 9,73-10.3 9.64-104 9,48-10,6 9.30-10.8 1/31.7
12 11,9-121 11.8-12,2 11,7-12.3 116-124 11,56-12,6 11.3-12.9 11,0-13.2 1/38.4
15 14,8-15,2 14,7-153 14,6-15.5 14.4-157 14,2-15,9 13.8-16.4 13,4-17.0 1/48.4
20 19,6-20.4 19,4-20.6 19,2-20.8 18,9-21.2 18,6-21,7 18.0-22.6 17.3-23,7 1/65,0
30 29,1-30.9 28,8-31.4 28,3-31.9 27.6-32.8 26,8-341 25,6-36.3 24,3-39.4 1/98.4
70 65,3-75.4 63,5-78,0 61,2-81,7 58,1-88,1 54,6-97.6 49,7-119 44,8-162 1/231,7
=3 965-c0 676- 48300 338- 246-c 169-oc0 123-c0 1/e0

(Units = Meters)
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Depth-of-field Tables (Autofocus Lenses)

AF Nikkor 24mm /2.8

Focusing Depth of fied Reproduction

distance ratio

f/2.8 1/4 /5.6 18 /11 /16 1/22

03 02920308 | 0289-0312 | 02850318 | 0279-0,326 | 0,272-0,337 | 0.262-0,369 | 0,2561-0,390 | 1/88
0.35 03380363 | 0334-0368 | 0.328-0,377 | 0319-0,390 | 0,310-0408 | 0.295-0443 | 0,280-0498 | 1/11
0.4 0384-0.418 | 0.378-0,426 | 0,369-0,438 | 0,358-0,457 | 0,345-0.484 | 0,326-06539 | 0.307-0.629 | 1/13
05 04730531 | 0463-0646 | 0449-0567 | 0431-0,603 | 0411-0,6556 | 0,382-0,772 | 0,3563-0.996 | 1/17
0.7 0.644-0769 | 0.622-0.804 | 0597-0,855 | 0562-0949 | 05256-1,10 | 0476-1563 | 0428-302 |1/25
1 0882116 | 0840-1256 | 0791-1,38 | 0,728-167 | 0.663-227 | 0580-585 | 0607-e 1/38
2 155-2,84 1,42-3,48 1.27-4,99 111-14,8 0,955-00 0,782-c0 0,648-c0 1/79
o 6,46—c0 4,55-00 3,27- 2.31- 1,71-00 1,20-00 0,894-c0 1/

AF Nikkor 28mm £/2.8

Depth of ield

Focusing Reproduction

dstance /2.8 /4 /5.6 /8 /11 116 /22 falg
03 0294-0306 | 0.292-0309 | 0,239-0,313 | 0,284-0,319 | 0279-0,327 | 0.270-0.341 | 0.261-0.361 | 1/758
0.4 03880413 | 0383-0419 | 0377-0.427 | 0368-044 | 0357-0458 | 0,341-0492 | 0.326-0,642 | 1/11.1
05 048-0522 | 0472-0533 | 0.641-0,547 | 0,447-0571 | 0,430-0,604 | 0,406-0.671 | 0.381-0,777 | 1/14.6
0.7 0658.0.749 | 0.641-0.772 | 0.621-0,806 | 0,593-0,864 | 0561-0950 | 0517-1.15 | 0473-164 |1/21.6
1 0,911-1,11 0878117 | 0838-1256 | 0784-141 | 0727-167 | 0650-245 | 0579-5.86 |1/32.0
2 1,65-2,54 154-2,88 1,41-351 1,26-5,24 1,10-14,1 0,930-c0 0,783-c 1/66.8
o 8,96-00 6,29—c0 4,52-00 3,19-00 2,34-00 1,63-00 1,21-00 1/c0

AF Nikkor 50mm /1.4

. Depth of field

Focusing Reproduction

distance /1.4 f/2 /2.8 f/4 /5.6 /8 /11 /16 ratio
0.45 04480453 | 04460454 | 04450455 | 0443-0457 | 0440-0460 | 0436-0465 | 0431-0471 | 0424-0481 | 1/6,84
05 0497-0503 | 0495-0605 | 0,494-0507 | 0.491-0609 | 0.488-0513 | 0.482-06519 | 0476-0627 | 0466-0541 |1/7.83
06 0595-0605 | 0,593-0607 | 0.590-0,610 | 0,586-0,614 | 0681-0,621 | 0573-0,630 | 0.564-0.642 | 0549-0663 | 1/9.79
07 0.693-0707 | 0.690-0.710 | 0.686-0,714 | 0,681-0,721 | 0.673-0,729 | 0,663-0,743 | 0,660-0,760 | 0,629-0,792 | 1/11.7
08 0791-0810 | 0.787-0814 | 0,782-0,819 | 0,774-0.828 | 0,764-0,840 | 0,750-0,858 | 0.733-0,882 | 0,707-0,927 |1/13.7
10 0985102 | 0979-102 | 0.970-1,03 | 0968-105 | 0.943-107 | 0920-1,10 | 0.894-1.14 | 08564-122 |1/17.6
12 1,18-1,22 1.17-1,.23 1,16-1,25 1.14-127 1,12-1,30 1,08-1,35 1.05-1,41 0.991-1,54 [1/215
15 1.46-154 1,45-155 1,43-158 1,40-1,61 1,37-1,66 1,32-1,74 1,26-1,85 1,18-2,08 1/27.3
2 1,94-2,07 1.91-2.1 1,88-2,14 1,83-2,21 1,77-2,30 1,69-2,47 159-2,71 1,46-3,23 1/37.0
3 2,86-3,16 2,80-3,23 2,73-3,33 2,62-3,51 2,50-3,76 2,33-4,23 2,16-5,00 1,92-7.24 1/56.,4
5 4,61-547 4,46-5,70 4.27-6,03 4,02-6,62 3,73-7.62 3,37-9.85 301-15.6 2,55-00 1/95,0
oo 57,2-c0 40,0-00 28,6-c0 20,1-o0 14,4-o 10,1-o0 7.35-c0 5,08-0 1/

AF Nikkor 50mm £/1.8

Focusing Depth of field Reproduction

distance 1.8 /2 2.8 /4 /5.6 /8 /11 /16 /22 ratig
045 0448-0452 | 0.447-0453 | 0446-0454 | 0445-0456 | 0,443-0458 | 0.440-0.461 | 0436-0465 | 0.430-0473 | 0423-0482 |1/6.64
05 0497-0503 | 0.496-0504 | 0,495-0.505 | 0493-0607 | 0.490-0510 | 0.486-0.516 | 0481-0521 | 0473-0.531 | 0464-0543 | 1/7.63
06 0595-0.605 | 0694-0606 | 06920608 | 0689-0612 | 05684-0.617 | 0.578-0,624 | 0570-0.634 | 0.558-0.650 | 0544-0.672 | 1/9.60
0.7 0693-0.708 | 0.692-0.708 | 0.688-0.712 | 0.684-0,717 | 0,677-0.724 | 0.668-0,736 | 0.857-0.750 | 0.640-0.776 | 0.620-0.809 | 1/11.55
08 07900811 | 07890812 | 0.784-0817 | 0.778-0.824 | 0,769-0,834 | 0.757-0.849 | 0,742-0,870 | 0.718-0.806 | 0693-0.955 | 1/13.50
10 0983-102 | 0981-1.02 | 0974-103 | 0963-104 | 0949-106 | 0929-108 | 0905-1.12 | 0868-119 | 0828-128 |1/1 74
12 117-1.23 117-1.23 1,16-1,.24 1.14-1,26 1,12-1,29 1,09-1,33 1,06-1,39 1,01-1,50 0,95-1,65 1/21.3
15 1,46-154 1.45-155 1,44-157 1,41-1,60 1,38-1,65 1,33-1,72 1,28-182 1,20-2,02 112-2.34 17271
2 1,92-2,08 1,92-2,09 188-2,13 1,84-220 1,78-2,29 1,70-2,44 1,61-2,65 148-313 1,36-4,00 1/36.8
3 2,82-3.20 2,81-322 2,74-332 2,64-3,48 252-3,73 2,35-4,16 2,18-4,89 1,94-6,89 172-13,79 | 1/56.2
5 452-5,60 4,47-5,68 4.29-6,01 4,04-658 3,75-7,53 3.40-9,65 304-1492 | 258-186,84 | 2.20-c0 1/95.0
= 44—c0 40-o0 29-00 20-00 14—00 10-00 7-oo 5—c0 4—o0 1/

(Units = Meters)
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AF Zoom-Nikkor 70-210mm F/4-5.6

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

1981

70-210mm

fl4-f/5.6

34°-20'-11° 50’

12 elements in 9 groups

1.5m (5 ft.) as normal; 1.2m (4 ft.) via macro
setting; reproduction ratio of 1:4.5 provided

f/4-£/32; minimum aperture lock provided
Via automatic diaphragm
62mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

735mm dia. x 108mm (2.8” x 4.3")
5909 (206 oz.)

Lens Hood HN-24
Hard Lens Case CL-35A
Soft Leather Lens Pouch #63




AF Zoom-Nikkor 35-105mm /3.5-4.5

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

1966

35-105mm

f135-1/4.5

62° -23° 20’

16 elements in 12 groups

1.4m (4.5 ft.) as normal; 0.38m (1.3 ft.) via macro
setting; reproduction ratio of 1:35 provided

f/3.5-1/22; minimum aperture lock provided
Via automatic diaphragm
52mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

69mm dia. x 955mm (2.7" x 34")
4609 (16.1 oz.)

Lens Hood HB-2

Hard Lens Case CL-33S
Soft Leather Lens Pouch #62
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

AF Zoom-Nikkor 35-135mm £/3.5-4.5

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

1968

35-135mm

/35-4.5

62° -18°

15 elements in 12 groups

1.5 (5 ft.) as normal; 0.4m (1.4 ft.) via macro
setting; reproduction ratio of 1:35 provided

/3.5-f/22; minimum aperture lock provided
Via automatic diaphragm
62mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

72mm dia. x 117mm (2.7” x 4.4")
630g (21 0z.)

Lens Hood HB-1

Hard Lens Case CL-41S

Soft Leather Lens Pouch #62
62-72mm Filter Adapter Ring UR-1
Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2
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AF Zoom-Nikkor 28-85mm 1/3.5-4.5

Product number: 1958
Focal length: 28-85mm (
Maximum aperture: f13.5-f/4.5
Picture angle: 74°-28° 30’
Optical construction: 15 elements in 11 groups
Minimum focusing distance: ~ 0.8m (3 ft.) as normal; 0.23m (09 ft.) via macro
setting; reproduction ratio of 1:3.4 provided
Aperture range: f13.5-f/22; minimum aperture lock provided
Lens aperture: Via automatic diaphragm
Filter size: 62mm diameter (P=0.75mm)
Special characteristics: Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode
Dimensions: 7imm dia. x 97.5mm (2.8 x 35")
Weight: 5409 (189 oz.)
Optional accessories: Lens Hood HB-1
Hard Lens Case CL-33S
Soft Leather Lens Pouch #62
62-72mm Filter Adapter Ring UR-1
Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2
A

AF Zoom-Nikkor 35-70mm {/3.3-4.5

Product number: 1964

Focal length: 35-70mm

Maximum aperture: 13.5-f/4.5

Picture angle: 62°-34° 20’

Optical construction: 8 elements in 7 groups

Minimum focusing distance: ~ 05m (15 ft.) as normal; 0.35m (1 ft.) via macro
setting; reproduction ratio of 1:44 provided

Aperture range: 1/3.3-f/22; minimum aperture lock provided

Lens aperture: Via automatic diaphragm

Filter size: 52mm diameter (P=0.75mm)

Special characteristics: Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

Dimensions: 705mm dia. x 69mm (2.7" x 2.4" )

Weight: 2759 (96 oz.)

Optional accessories: Lens Hood HN-2
Hard Lens Case CL-32S
Soft Leather Lens Pouch #62
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1
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Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:
Tripod mount:
Special characteristics:

Dimensions:
Weight:
Optional accessories:

AF Nikkor 300mm /2.8 ED-IF

1944

300mm

fl2.8

8° 10’

8 elements in 6 groups

3m (10 ft.)

f/2.8-f/22; minimum aperture lock provided
Via automatic diaphragm

39mm filters via slip-in holder; gelatine filters via
special holder provided; front end of lens has
built-in protective glass

Built-in, with Extension Lens Hood HE-6 provided
Via built-in, rotatable tripod collar
Supplied (CT-303)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

133mm dia. x 263mm (5.4” x 9.8")
27009 (89 oz.)

Fabric Lens Pouch #57
Miscellaneous 39mm Filters

AF Nikkor 300mm f/4 ED-IF

1946

300mm

fl4

8° 10’

8 elements in 6 groups

25m (9 ft.)

f/4-f/32; minimum aperture lock provided
Via automatic diaphragm

39mm filters via slip-in holder; gelatine filters via
special holder provided; 82mm via thread mount a
front end of lens

Built-in
Via built-in, rotatable tripod collar

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

89mm dia. x 219mm (4.1” x 10")
13309 (466 0z.)

Hard Lens Case CL-42
Miscellaneous 39mm Filters
Miscellaneous 82mm Filters
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Lens hood:

Lens case:
Dimensions:

Weight:

Optional accessories:

AF Micro-Nikkor 55mm /2.8

1990

55mm

fl2.8

43°

6 elements in 5 groups

0.299m (1 ft.) reproduction ratio of 1:1 provided
f/2.8-f/32; minimum aperture lock provided

Via automatic diaphragm

62mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

74mm dia. x 82mm (2.7" x 29" )
4209 (14 oz.)

Hard Lens Case CL-32S

Soft Leather Lens Pouch #62
62-72mm Filter Adapter Ring UR-1
Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-1

AF Nikkor ED 180mm /2.8 IF

1938

180mm

fl2.8

13° 40’

8 elements in 6 groups

1.5m (5 ft.)

f/2.8-f/22; minimum aperture lock provided
Via automatic diaphragm

72mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

Built-in

Supplied (CL-38)

785mm dia. x 153mm (3.1” x 56”")
750g (25.2 0z.)

Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

AF Nikkor 50mm /1.4

1903

50mm

f1.4

46°

7 elements in 6 groups

0.45m (15 ft.)

f11.4-f116; minimum aperture lock provided
Via automatic diaphragm

52mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

65mm dia. x 52.5mm (25" x 1.6")
2559 (7.4 oz.)

Rubber Lens Hood HR-2
Hard Lens Case CL-30S
Soft Leather Lens Pouch #61
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

AF Nikkor 50mm /1.8

1905

50mm

f1.8

46°

6 elements in 5 groups

0.45m (15 ft.)

f/1.8-f/22; minimum aperture lock provided
Via automatic diaphragm

52mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

65mm dia. x 48mm (2.5 x 1.5")
210g (7.4 oz.)

Rubber Lens Hood HR-2
Hard Lens Case CL-30S
Soft Leather Lens Pouch #61
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Special characteristics:

Dimensions:
Weight:
Optional accessories:

AF Nikkor 24mm £/2.8

1914

24mm

fl2.8

84°

9 elements in 9 groups

0.3m (1 ft.)

f/2.8-f/22; minimum aperture lock provided
Via automatic diaphragm

52mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

65mm dia. x 555mm (25" x 1.8" )
260g (89 oz.)

Lens Hood HN-1

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

AF Nikkor 28mm £/2.8

1916

28mm

fl2.8

74°

5 elements in 5 groups

0.3m (1 ft.)

f/2.8-/22; minimum aperture lock provided
Via automatic diaphragm

52mm diameter (P=0.75mm)

Autofocus with Nikon N2020, N4004; compatible
with all cameras in manual mode

65mm dia. x 487mm (25" x 15")
195¢g (6.8 0z.)

Lens Hood HN-2

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61
Miscellaneous 52mm Filter
Gelatine Filter Holder AF-1




micro-Nikkor 55mm 1/2.8
Focusing Depth of field Reproduction
\W/ distance 128 /4 156 18 1 116 /22 /32 ratio
0,25 0.25-0,25 0,25-0,25 02490251 | 02490251 | 0249-0261 | 0248-0252 | 0248-0.252 | 0.247-0254 | 1/1 9
0,26 0.26-026 02590261 | 0259-0261 | 0259-0261 | 0268-0262 | 0.2568-0262 | 0.257-0263 0266-0265 | 1/2.2
0,28 02790281 | 0279-0281 | 0279-0281 | 0278-0282 | 0278-0.282 | 0277-0.283 0276-0.285 | 0,274-0287 | 1/2.6
0.3 02990301 | 0299-0301 | 0298-0302 | 0.298-0302 | 0297-0303 | 0296-0.305 0.294-0307 | 0,291-0,31 1/3.0
035 03490351 | 03480352 | 0347-0.363 | 0.346-0364 | 0345-0356 | 0342-0.358 0.339-0362 | 0,335-0,368 | 1/4.0
04 03980402 | 0397-0403 | 0396-0406 | 0.394-0406 | 0392-0409 | 0388-0.413 0384-0419 | 0377-0428 | 1/5.0
05 0496-0504 | 0494-0506 | 0492-0609 | 0.488-0513 | 0484-0517 | 0477-0526 0469-0537 | 0457-0656 | 1/6.9
06 0593-0,607 | 059-061 06870614 | 06810621 | 0574-0.629 | 0564-0.643 | 0551-0661 | 0532-0.694 1/8.7
0.7 0,69-0.71 0.686-0.715 | 0,68-0721 0672-0731 | 0663-0,743 | 0647-0,764 | 0.63-0.792 0.603-0,845 | 1/10.6
08 07860814 | 0781-0821 | 0773-0829 | 0.762-0843 | 0.749-086 0728-0891 | 0,705-0,932 | 0.67-101 17124
1 0,977-1,02 0.967-1,04 0,955-1.05 0,937-1,07 0.916-1.1 0,883-1,16 0.846-1,24 0,793-1,39 1/16
12 1.17-1,24 115-1,25 1.13-128 1.11-1,31 1.08-1,36 103145 0,98-158 0,9-1.85 1197
15 1.44-156 1,42-159 139-1,63 1.35-1,69 13-178 123-194 1.15-2,19 1,05-2,79 1/25.2
2 1.9-212 1.86-2.17 18-225 173-2,37 1,66-2,56 153-2,93 141-356 125564 1/34.3
3 2,77-3,28 2.68-342 257-362 2.42-398 226-454 2.03-595 1.82-9,69 155-c0 1/62,4
5 4.36-5.86 4,14-6,34 3.87-7,10 353-8,68 3.19-12.04 2.74-34,62 253w 191-00 1/88,8
o 33-00 23-00 16—-00 11-00 8-o0 6-o00 4-o00 3- 1/
Micro-Nikkor 105mm {/2.8
) Depth of field )
Focusing Reproduction
distance /28 /4 /56 /8 71 /16 /22 /32 ratio
041 04090410 | 04090410 | 0408-0411 | 0408-0411 | 0407-0412 | 04070412 04050414 | 0404-0416 | 1/2
045 04490451 | 0449-0451 | 0449-0451 | 0448-0452 | 0447-0463 | 0446-0454 0.444-0456 | 0442-0459 | 1/243
0.5 04990501 | 0499-0601 | 0498-0502 | 0497-0503 | 0496-0604 | 0494-0506 0492-0609 | 0489-0512 | 1/2.95
055 0549-0551 | 0548-0552 | 0547-0663 | 0546-0664 | 0545-0556 | 0542-0.558 0539-0661 | 0535-0,566 | 1/3.45
06 05980602 | 0598-0603 | 0597-0604 | 0595-0605 | 0593-0607 | 0590-0610 0586-0615 | 0581-0621 | 1/3.95
0.7 06970703 | 0696-0704 | 0695-0706 | 0.693-0.708 | 0690-0.711 | 0685-0716 0680-0.722 | 0.672-0,732 | 1/4.93
\./ 08 0796.0804 | 07950806 | 0.793-0.808 | 0.790-0.811 | 0786-0815 | 0780-0822 0772-0831 | 0.761-0.845 | 1/5.9
1 0.994-101 0.991-1,01 0.987-1,01 0.982-1,02 0.975-1,03 0,966-1,04 0.952-1,06 0.934-1,08 1/7.8
12 1.19-1.21 1.19-1.21 1.18-122 117-123 1.16-124 1.15-1.26 1.13-1.28 1,10-1.32 1/9.7
15 1,48-152 148-152 147-153 1.46-1,55 1.44-157 1.42-1.60 1.38-1.64 134-1.71 1/12,6
2 1,97-2,03 1.96-2.04 1.94-2.06 1,92-2.09 1.89-2,13 185-2,19 179-2.28 1.72-2,42 1/17.4
3 2.93-307 2.90-3,10 287-316 | 281-321 2,74-3.31 2,65-3.46 253-371 2.38-4,12 1/26.9
7 6.62-7.43 647-762 | 628792 | 602-837 5,70-9,12 529-10,4 481-132 427-210 1/65
o 117-o0 83-c0 | 59-= | 42-= 29-c0 21-o0 15-co0 -0 /e
Micro-Nikkor 200mm f/4 IF
Focusing Depth of field Reproduction
distance /4 /5.6 /8 /11 /16 /22 /32 ratio
0.71 57090711 | 07090711 | 0,709-0.711 | 0.708-0712 | 0707-0713 | 0.706-0714 0.705-0.715 | 1/1.99
08 0799-0801 | 0799-0801 | 0798-0802 | 0.797-0803 | 0.796-0804 0.795-0.805 | 0,792-0.808 | 1/2.44
09 08990901 | 0898-0902 | 0.897-0903 | 0.896-0904 | 0895-0.905 0.893-0,908 | 0.889-0.911 1/2.94
1 0,998-1.00 0.997-1.00 0,996-1,00 0,995-101 0,993-1.01 0.990-1,01 0.986-1,01 1/3,4
12 1.20-1,20 1.20-1,20 1.19-1,21 1.19-1.21 1.19-1.21 1.18-122 1.18-1,22 1/4,4
15 149-151 149-151 1.49-1,51 1.49-151 1.48-1,52 147-153 1,46-154 1/5.9
2 1.99-2,01 1.99-2,01 1,98-2,02 1,97-2,03 1.96-2.04 1,95-2,06 1.92-2.08 1/8.4
3 2.98-3,03 2,97-3,04 2.95-3,06 2,93-3,07 2.90-3,10 2.87-3,14 2.81-322 1/13.4
4 3,.95-4,06 3,94-407 3.91-4.10 3.88-4.13 3,82-4,20 3,76-4.28 3.66-4,42 1/18,4
6 5.89-6,11 5,.85-6,16 5,79-6,23 5,71-6,32 5,59-6,48 5.45-6,68 5.24-7.04 1/28.4
12 11.6-126 11,4-12.7 11.1-130 10,9-13.4 10,4-14,2 9.9-152 92-17.4 1/58.4
o 300- 215-c0 150-c0 109-0 75-c0 55-c0 38-00 1/c0
(Units = Meters)
L 4
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Depth-of-field Tables (Special Lenses)

PC-Nikkor 28mm /3.5
Depth of field
Focusing Reproduction
distance /35 t/4 /6.6 /8 /11 /16 /22 ratio
0.3 0.285-0.305 | 0295-0,306 | 0.293-0.308 | 0.289-0.312 | 0,286-0,317 | 0.280-0.325 | 0.274-0336 | 1/6.9
035 0.342-0.358 | 0.341-0.359 | 0.338-0.363 | 0,333-0.369 | 0.327-0,378 | 0,319-0.392 | 0.309-0412 | 1/8.68
04 0.389-0.412 | 0387-0414 | 0.382-0.420 | 0.376-0429 | 0.367-0442 | 0,355-0.465 | 0.341-0497 | 1/10.5
05 0.480-0522 | 0477-0526 | 0.469-0637 | 0.457-0,555 | 0.443-0,580 | 0.422-0.629 | 0.400-0.701 | 1/14.0
0.7 0.656-0.764 | 0,649-0,762 | 0.631-0.790 | 0,605-0,838 | 0.577-0,908 | 0.537-1.059 | 0.496-1.336 |1/21.0
1 0,900-1,13 0.888-1,15 0,850-1,22 0,800-1,36 0,746-1568 | 0,673-2,19 0,604-426 |1/315
2 1,60-2,69 156-2.84 143-342 1,28-4,99 1.13-1200 | 0.95- 0.81-c 1/66,5
o 7 -0 6-c0 4—co 3-c0 2- 2-o0 1-o0 1/00
PC-Nikkor 35mm /2.8
Depth of field
Focusing Reproduction
distance 28 14 /5.6 /8 f/11 /16 f/22 /32 ratio
03 0.298-0302 | 0.297-0.303 | 0,296-0.306 | 0.294-0.307 | 0,292-0.309 | 0.288-0.314 | 0.284-0.319 | 0.278-0.329 | 1/5.3
0,35 0.346-0.354 | 0.345-0355 | 0.343-0.358 | 0.340-0,361 | 0.336-0,365 | 0,331-0,373 | 0,324-0.383 | 0.314-0401 | 1/6.7
0.4 0.395-0.406 | 0.392-0408 | 0.389-0.412 | 0.385-0417 | 0,380-0.424 | 0,371-0,435 | 0.362-0.451 | 0.348-0.481 | 1/8.1
0,5 0490-05611 | 0.486-0615 | 0.480-0522 | 0.473-0532 | 0.463-0545 | 0449-0569 | 0.433-0.602 | 0.410-0.667 | 1/11
0.7 0677-0.725 | 0.668-0,736 | 0.656-0.752 | 0.638-0,778 | 0,619-0812 | 0,588-0,878 | 0557-0.976 | 0512-1.210 | 1/16
1 0,948-106 | 0927-109 | 0,902-1,13 0,866-1,19 0.825-129 0,766-149 | 0.707-184 | 0,629-3.15 | 1/256
2 1,78-2,29 1,70-2,44 1,60-2.69 1.48-3,16 1,35-4,08 1,18-8.01 1,03-00 0.86-00 1/52
oo 14-c0 10-00 700 5-co 4—co 3- 2-00 - 1/c0
Noct-Nikkor 58mm /1.2
Depth of field
Focusing Reproduction
distance f/1.2 /1.4 f/2 /2.8 f/4 /5.6 f/8 = f/11 /16 ratio
0,5 0498-0.502 | 0498-0602 | 0497-0503 | 0.495-0505 | 0.493-0507 | 0.491-0610 | 0,487-0514 | 0.482-0520 | 0.474-0.630 | 1/6.7
0.55 0547-0863 | 0547-0553 | 0646-0.654 | 0544-0,556 | 0.541-0,569 | 0,538-0.563 | 0.533-0,568 | 0.5627-0575 | 0518-0588 1/7.6
0.6 0597-0.603 | 0696-0.604 | 0595-0,605 | 0.693-0.608 | 0590-0611 | 0685-0615 | 0.679-0.622 | 0672-0.631 | 0.661-0647 | 1/85
0.7 0.695-0.705 | 0.695-0.705 | 0.692-0.708 | 0.689-0,711 | 0,685-0,716 | 0.679-0.722 | 0.691-0.732 | 0.661-0.745 | 0.645-0 768 1/10
0.8 0.794-0806 | 0.793-0.807 | 0.790-0810 | 0.786-0.8156 | 0.780-0,821 | 0,772-0830 | 0.761-0.844 | 0.748-0.862 | 0.726-0.894 | 1/12
09 0.892-0.908 | 0.891-0.910 | 0.887-0.814 | 0.882-0,919 | 0,874-0,928 | 0.864-0.939 | 0.850-0.958 | 0.833-0.981 | 0.806-1.02 1/14
1 0,990-1,01 0,988-1.01 0,983-1,02 0,977-1,02 0.967-1,04 | 0,955-1,05 0,937-1,07 0916-1,10 | 0.883-1,16 |1/15
1.2 1,19-1,22 1,18-1,22 1,18-1,23 1,17-1,24 1,16-125 1,13-1,27 1,11-1,31 1,08-1,36 1,03-1,45 1/19
15 1,48-152 1,47-1563 1,46-1,54 1,45-156 1,42-159 1,40-1,62 1,36-1,68 1,31-1,76 1.24-1,92 1/24
2 1,96-2,05 1,956-2,05 1,93-2,08 1,90-2,11 1.86-2,16 1.81-2.23 1.76-2,35 1,67-2.51 1,66-2.85 1/33
3 2.90-3.11 2.89-3,12 2.84-3,18 2,78-3.26 2,70-3,38 2,60-357 2.45-3,89 2,29-4,38 2,08-556 1/50
5 4,73-5,31 4,69-5,36 456-553 4,41-5,78 4,20-6,20 3,94-6,86 3,62-8,17 3,28-10.8 2.85-22.9 1/84
10 8,95-11,3 8.80-116 8,37-12.4 7.86-13.8 7.20-16,5 6.48-22.2 5.63-47,0 4.85-c0 3,94- 1/171
o 84,2-c0 72.2-00 50,6-c0 36.1-00 25,3-00 18.1-00 12.7-00 9,28-c0 6.41-c0 1/o0

(Units = Meters)
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LD2
o Basic lens alone
Reproduction Focusing Depth Subject
ratio distance of field size
1:11(1/11 x) 1.6 +264 —244 264 x 396
1:8(1/8x) 1.2 +179 -17.3 192 x 288
1:6(1/6x) 0,95 +132 -127 144 x 216
1:5(1/5x%) 0.83 +108 —-105 120 x 180
1:4(1/4 %) 0,7 +845 —-815 96 x 144
1:3(1/3 %) 0.6 +6,18 —-597 72 x 108
1:25(1/2.5 %) 0,53 +499 -481 60 x 90
1:2(1/2x) 0.47 +385 —371 48 x 72
1:1,5(1/1.5x) 04 +274 —264 36 x 54
1:1.2(1/1.2x) 0,37 +207 —-199 28.8 x 43,2
1:1(1%) 0.35 +163 — 156 24 x 36
Notes:
+ denotes background
— denotes foreground

The focusing distance is always relative to the plane of the film

Medical-Nikkor 120mm f/4 IF

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Focusing distance range:

Aperture range:

Lens aperture:

Data imprinting:

Filter size:
Power source:

Dimensions:

Weight:

983

120mm

/4

20° 30’

9 elements in 6 groups

0.26m-1.6m; provides stepless operation with
reproduc-tion ratios of 1:11 to 1:1 as standard;
ratios of 1:08 to 2:1 with 2x close-up attachment
lens provided

f/4-£/32
Via automatic diaphragm

Via LED; stepped reproduction ratios of 1:11—2:1
can be imprinted in the lower right-hand corner of
the picture; selected via switch on lens barrel

49mm diameter

DC via optional Battery Pack LD-2 (eight 1.5V AA-
type batteries); AC via optional Power Unit LA-2

98mm dia. x 150mm (39” x 59”), lens only;
150mm x 81mm x 40mm (6.1” x 33" 0.2"), Battery
Pack LD-2

8909 (31.4 oz.), lens only; 490g (17.2 oz.), Battery
Pack

Film speed

Recycling time Number of flash
- | Alkaline- - | Alkaline-
Magg:n mangan IMangan mangan

ese
e o ese
batteries | patteries | P2tEES | atteries

IS0 25

About 12 sec{ About 9 sec.| About50. | About 90.

1SO 100

About 5 sec. | About 4 sec.| About 250 | About 450

o With 2x close-up attachment lens

Reprodyction Focusing Depth Subject
ratio distance of field size
1:1,25(0.8x%) 0,33 +247 -2735 30 x 45
1:1,18(0.85 %) 0,325 +221 =211 282 x 424
1:1,11 (0.9 x) 0.32 +195 —1.88 | 267 x40
1:1,05 (0,95 x ) 0,315 +178 —-1,71 25,3 x 37,9
1:1(1x) 031 + 155 —150 24 x 36
1,11 (1.1 %) 0.30 +128 -1.283 218 x 32,7
1.231(0:2:%) 0.29 +1,10 -1,06 20 x 30
1.3:1(1.3x%) 0.285 +090 -0.86 185 x 27,7
1.56:1(1.6x%) 0.275 +0,67 -0.65 16 x 24
18:1(1.8x%) 027 +052 —050| 133x20
2:1(2x%) 0.26 +041 -040 12 x 18
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:
Dimensions:

Weight:

Optional accessories:

Product number:

Focal length:

Optical construction:
Aperture coupling range:
Effective aperture range:
Diaphragm coupling:
Reproduction ratio:
Depth of field:

Closest focusing distance:
Extension from flange:
Dimensions:

Weight:

Optional accessories:

Micro-Nikkor 200mm /4 IF

1468

200mm

fl4

12° 20’

9 elements in 6 groups

0.71m (2.34 ft.); provides reproduction ratio of 1:2
fl4-f/32

Via automatic diaphragm

52mm diameter (P=0.75mm)
Built-in

Via built-in, rotatable tripod collar
67mm dia. x 180mm (2.6” x 7.1" )
800g (283 oz.)

Hard Lens Case CL-36
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

2x Teleconverter TC-301

1404

Twice that of the mounted prime lens
5 elements in 5 groups

fl2.8 to /32

/5.6 to f/64

Via built-in automatic mechanism
Double that of mounted prime lens
Half that of mounted prime lens
Same as that of mounted prime lens
83mm (3.4")

64.5mm dia. x 115mm (25" x 4.5")
300g (99 oz.)

Hard Lens Case CL-33S
Soft Leather Lens Pouch #61




Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Lens hood:
Dimensions:

Weight:

Optional accessories:

Product number:
Extension from flange:

Dimensions:

Weight:

Tripod mount:
Optional accessories:

Micro-Nikkor 105mm £/2.8

1455

105mm

fl2.8

23°

10 elements in 9 groups

0.41m (1.34 ft.); reproduction ratio of 1:2 provided
f/2.8-f/32

Via automatic diaphragm

52mm diameter (P=0.75mm)
Supplied (HS-14)

665mm dia. x 91.5mm (26" x 36")
5159 (18.2 0z.)

Hard Lens Case CL-33S
Soft Leather Lens Pouch #63
Plastic Lens Case CP-9
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

Auto Extension Tube PN-11

2647

52 5mm; provides reproduction ratio of
approximately 1:1 with both Micro-Nikkor 105mm
/2.8 and UV-Nikkor 105mm f/4.5 lenses

705mm dia. x 67mm (2.8 x 2.7")
245g (86 oz.)
Via built-in, rotatable tripod collar

Body Cap BF-1A
Rear Lens Cap LF-1
Soft Leather Lens Pouch #61
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:
Dimensions:

Weight:

Optional accessories:

Product number:
Extension from flange:

Dimensions:
Weight:
Optional accessories:

Micro-Nikkor 55mm /2.8

1442

55mm

fl2.8

43°

6 elements in 5 groups
0.25m (09 ft.)

f/2.8-f/132

Via automatic diaphragm
52mm diameter (P=0.75mm)
635mm dia. x 70mm (25" x 2.7")
290g (109 oz.)

Lens Hood HN-3

Hard Lens Case CL-31S (Lens only); CL-33S (with
PK-13)

Soft Leather Lens Pouch #61

Plastic Lens Case CP-8

Miscellaneous 52mm Filters

Gelatine Filter Holder AF-1

Auto Extension Tube PK-13

2653

275mm; provides reproduction ratio of 1:1 with
Micro-Nikkor 55mm /2.8 lens

64.4mm dia. x 30.5mm (2.7" x 1.3")
100g (35 oz.)

Body Cap BF-1A

Rear Lens Cap LF-1

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61




Product number:

Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:
Dimensions:

Weight:

Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Lens hood:
Dimensions:

Weight:

Optional accessories:

Noct-Nikkor 58mm /1.2

1439

This lens was specially designed for photography
at night and in poor light. It has an aspherical lens
surface in order to correct coma at full aperture.
Bright image areas against a dark background are
optimally reproduced. The large maximum
aperture permits high shutter speeds, particular
important for night photography without a tripod;
also, the bright maximum aperture yields a
viewfinder image that is exceptionally bright,
permitting particularly fast and precise focusing
even when illumination is poor.

58mm

1.2

40° 50’

7 elements in 6 groups

05m (1.7 ft.)

fn.2-f116

Via automatic diaphragm

52mm diameter (P=0.75mm)
74mm dia. x 63mm (29" x 2.5")
4659 (16.4 g)

Lens Hood HS-7

Rubber Lens Hood HR-2
Hard Lens Case CL-31S
Soft Leather Lens Pouch #61
Plastic Lens Case CP-8
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

UV-Nikkor 105mm f/4.5

1453

105mm

fl45

23° 20’

6 elements in 6 groups (fluorite and quartz
elements)

0.48m (157 ft.)

f/4.5-1132

Via automatic diaphragm

52mm diameter (P=0.75mm)
Built-in

685mm dia. x 116.5mm (2.7" x 4.6")
5259 (18 0z.)

Hard Lens Case CL-15S

Soft Leather Lens Pouch #62
Plastic Lens Case CP-9
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1
Auto Extension Tube PN-11
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Covering power:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:
Maximum lateral shift:
Filter size:

Lens case:
Dimensions:

Weight:

Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Covering power:
Optical construction:

Minimum focusing distance:

Aperture range:

Lens aperture:
Maximum lateral shift:
Filter size:

Lens case:
Dimensions:

Weight:

Optional accessories:

PC-Nikkor 28mm f/3.5

1024

28mm

135

74°

92°

9 elements in 8 groups

0.3m (1 ft.)

13.5-f/22

Manually preset diaphragm

Up to 11mm, depending on format positioning
72mm diameter (P=0.75mm)
Supplied (CL-34A)

78mm dia. x 69mm (31" x 2.7" )
380g (134 oz.)

Lens Hood HN-9

Soft Leather Lens Pouch #62
Miscellaneous 72mm filters
Gelatine Filter Holder AF-2

PC-Nikkor 35mm f/2.8

1025

35mm

fl2.8

62°

78°

7 elements in 7 groups

03m (1 ft.)

f/2.8-f/32

Manually preset diaphragm

Up to 11mm, depending on format positioning
52mm diameter (P=0.75mm)
Supplied (CL-34A)

62mm dia. x 66mm (2.4” x 26" )
3209 (11.3 oz.)

Lens Hood HN-1

Soft Leather Lens Pouch #61
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1
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Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:
Dimensions:

Weight:

Optional accessories:

Fisheye-Nikkor 16mm /2.8

1408
16mm
fl2.8
180°

8 elements in 5 groups

03m (1 ft.)
f/2.8-f/22

Via automatic diaphragm
Bayonet mount; 4 filters supplied (L1B, 056, A2

and B2)
Built-in

63mm dia. x 66mm (25" x 2.6" )

330g (11.7 oz.)

Hard Lens Case CL-30S
Soft Leather Lens Pouch #61

Depth-of-field Tables (Fisheye Lenses)

Fisheye-Nikkor 6mm /2.8

Depth of field
Focusing distance Reproducti i
/2.8 /4 /5.6 /8 /11 f/16 /22 RpEiction o
0.25 0.231-0,277 0,224-0,292 0,216-0.318 0,207-0.373 0,196-0,533 0,185-3.66 0,174~ 1/21.4
0.3 0.266-0.354 0,255-0,389 0,242-0.458 0,228-0,647 0.212-2.60 0,196~ 0,181-00 1/29,5
04 0.327-0.553 0,306-0.684 0,283-1,09 0,260-c 0,234~ 0211- 0,191-0 1/45.6
0.5 0.377-0.842 0.346-1,29 0.313-8.43 0.280-c0 0.249- 0,221- 0,197- 1/61,7
1 0542- 0.465-c0 0,395- 0.333-00" 0.282-c 0.240-c0 0.208-c0 1/142
oo 0,941-c0 0,694- 0.5625-0 0,405-c0 0,321- 0,261- 0,219~ 1/ 00
Fisheye-Nikkor 8mm /2.8
Depth of field
Focusing distance Reproduction ratio
/2.8 f/4 /5.6 /8 f/11 /16 /22
0.3 0,283-0,322 0,277-0,333 0,269-0,350 0,260-0,383 0,249-0.442 0,236-0.651 0,223-3,208 1/19.7
0.4 0,358-0,462 0,344-0,499 0,328-0,563 0,308-0,720 0,289-1,221 0.265- 0,244-c 1/32,2
05 0,425-0.630 0.401-0,720 0.376-0.909 0,345-1,647 0.317- 0,284- 0,258-00 1/44.7
1 0,668-2,473 0.5693-8,945 0,521- 0.448- 0.389-c0 0,328-x 0.286-00 1/107.3
= 1513- 1,102-00 0,828~ 0,622- 0491-c 0,382- 0,317- 1/00
Fisheye-Nikkor 16mm /2.8
Depth of field
Focusing distance Reproduction ratio
/2.8 /4 /5.6 /8 f/11 /16 /22
0.3 0,283-0.320 0,277-0.329 0,269-0,344 0,259-0.368 0,247-0.407 0.231-0,502 0.215-0,735 1/13.4
0.4 0,366-0.444 0.353-0.467 0,338-0.502 0.319-0,5670 0.298-0.695 0.271-1.15 0,247-11.8 1/19.8
05 0,443-0,579 0.423-0.624 0,399-0.697 0,370-0.854 0.340-1,22 0.303-5,58 0,270-c0 1/26,2
0.7 0,683-0,891 0.545-1,02 0,503-1,26 0.453-2,00 0,405-9,43 0,348-c 0,302-c0 1/39.0
1 0.763-1.50 0.695-1,92 0,624-3.16 0,543- 0471-c 0,391- 0,331-00 1/58,1
2 1,19-7.21 1.02-00 0,865-c0 0,707-e 0,682- 0,458- 0,372-00 1/122
o 2,64-00 1,84-00 1,32-00 0,922- 0,671- 0.461- 0.335-00 1/o0

(Units = Meters)
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Projection formula:
Image diameter:
Optical construction:

Minimum focusing distance:

Aperture range:
Lens aperture:
Filters:

Tripod mount:
Lens case:
Dimensions:
Weight:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Projection formula:
Image diameter:
Optical construction:

Minimum focusing distance:

Aperture range:
Lens aperture:
Filters:

Lens case:
Dimensions:
Weight:

Fisheye-Nikkor 6mm /2.8

1405

6mm

fl2.8

220°

Equidistant

23mm

12 elements in 9 groups

0.25m (09 ft.)

f/2.8-f/22

Via automatic diaphragm

5 built-in filters (L1B, Y48, Y52, 056 and R60)
Via built-in, tripod mounting foot
Supplied

236mm dia. x 1771mm (93" x 6.7" )
52009 (183.7 0z.)

Fisheye-Nikkor 8mm /2.8

1402

8mm

fl28

180°

Equidistant

23mm

10 elements in 8 groups

03m (1 ft.)

f/2.8-fl22

Via automatic diaphragm

5 built-in filters (L1B, Y48, Y52, 056 and R60)
Supplied (CL-11)

123mm dia. x 139mm (4.8” x 55" )
1100g (389 oz.)

, 71[‘\ \\\
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Product number:

Focal length:
Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:

Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Dimensions:

Weight:

Optional accessories:

Zoom-Nikkor 100-300mm £/5.6

1481

100-300mm

f15.6

24°-8°

14 elements in 10 groups

One touch operation for zooming and focusing;
magnification ratio 1:4.4 provided at 100mm macro
setting

2m (7 ft.) as normal; 0.71m (2.34 ft) at macro setting
f/5.6-f/32

Via automatic diaphragm

62mm diameter (P=0.75mm)

74mm dia. x 199mm (2.9” x 81" )

930g (32.8 oz.)

Lens Hood HN-24

Hard Lens Case CL-40

62-72mm Filter Adapter Ring UR-1
Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2

Zoom-Nikkor ED 200-400mm f/4

Product number:

Focal length:

Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

1482

200-400mm

fi4

12°-6°

15 elements in 10 groups

One-touch operation for zooming and focusing
4m (13 ft.)

f/4-£/32

Via automatic diaphragm

122mm diameter (P=1mm)

Built-in, with Extension Lens Hood HE-2 provided
Via built-in, rotatable tripod collar

Supplied (Fabric Lens Pouch #58)

134mm dia. x 332mm (5.7" x 133" )

36009 (1289 oz.)

Miscellaneous 122m Filters

==
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Product number:

Focal length:
Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:
Dimensions:

Weight:

Optional accessories:

Zoom-Nikkor ED 50-300mm f/4.5

Product number:

Focal length:
Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Zoom-Nikkor 80-200mm f/4

1484

80-200mm

fli4

30° 10’ -12° 20’

13 elements in 9 groups

One touch operation for zooming and focusing

1.2m (4 ft.)

f/4-f132

Via automatic diaphragm
62mm diameter (P=0.75mm)

73mm dia. x 162mm (2.9” x 6.4" )

810g (286 oz.)

Lens Hood HN-23
Hard Lens Case CL-35A
Soft Leather Lens Pouch #63

62-72mm Filter Adapter Ring UR-1

Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2

1483

50-300mm

fi4.5

46° -8’ 10°

15 elements in 11 groups

Two-ring operation for zooming and focusing

25m (85 ft.)

f/4.5-1/32

Via automatic diaphragm
95mm diameter (P=1mm)

Via built-in rotatable tripod collar

Supplied (CL-64)

98mm dia. x 247mm (39” x 9.7" )

1950g (689 oz.)

Lens Hood HK-5
Miscellaneous 95mm Filters




#5~200mm

1:85~45

Zoom-Nikkor 35-70mm £/3.3-4.5

Product number:

Focal length:
Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:
Dimensions:

Weight:

Optional accessories:

1474

35-70mm

13.3-f/4.5

62°-34° 24’

8 elements in 7 groups

Two-ring operation for zooming and focusing;
macro range focusing at all focal lengths

0.5m (1.7 ft.) as normal; 0.35m (1.2 ft) at macro
f13.3-f/22

Via automatic diaphragm

52mm diameter (P=0.75mm)

63mm dia. x 69mm (25" x 2.7" )

2559 (9 oz.)

Lens Hood HN-2

Hard Lens Case CL-31S
Soft Leather Lens Pouch #61
Plastic Lens Case CP-9
Miscellaneous 52mm Filters
Gelatine Filter Holder AF-1

Zoom-Nikkor 35-200mm f/3.5-4.5

Product number:

Focal length:
Maximum aperture:
Picture angle:

Optical construction:
Special characteristics:

Minimum focusing distance:

Aperture range:

Lens aperture:

Filter size:
Dimensions:

Weight:

Optional accessories:

1445

35-200mm

f13.5-f/4.5

62°-12° 20’

17 elements in 13 groups

One-touch operation for zooming and focusing;
max. magnification of 1:4 provided at macro
setting

1.3m (4 ft.) as standard; 0.3m (1 ft.) at macro
setting

f13.5-f/22

Via automatic diaphragm

62mm diameter (P=0.75mm)
70mm dia. x 128mm (2.7 x 5" )
7409 (259 oz.)

Lens Hood HK-15

Hard Lens Case CL-13A

Soft Leather Lens Pouch #63
62-72mm Filter Adapter Ring UR-1
Miscellaneous 62mm Filters
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2
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Depth-of-field Tables (Reflex Lenses)

Reflex-Nikkor 500mm /8

Depth of field
Focusing Reproduction
distance 18 ratio
1.5 1,499-1,501 1/2.5
1.7 1,698-1,702 1/2,9
2 1.997-2,003 1/3.5
25 2,496-2,504 1/4.5
3 2,993-3.007 1/5.5
4 3,99-4.01 1/7.5
5 4,98-5,02 1/9.5
7 6,96-7,04 1/13,0
10 9.92-10.1 1/19.0
20 19.7-20,3 1/36.0
50 48,1-52.1 1/96.0
o 1119,0-00 1/c0
Reflex-Nikkor 1000mm f/11
Depth of field
Focusing Reproduction
distance /11 ratio
8 7,98-8,02 1/7.4
10 9.97-10,0 1/9.4
12 11,96-12,04 1/11.0
15 14,9-15,1 1/140
20 19.9-20,1 1/19.0
30 29,7-30.3 1/29,0
50 49,3-50,7 1/49.0
100 97.1-103.0 1/99.0
o 3000,0-c 1/00

(Units = Meters)
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Lens aperture:
Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Reflex-Nikkor 500mm {/8

953

500mm

fI18

50

6 elements in 6 groups

1.5m (5 ft.); 1:2.5 reproduction ratio provided
Fixed aperture

39mm filter; 5 filters (L37c, 056, A2, B2 and ND-4)
supplied; a filter must always be mounted

Supplied (HN-27)

Via built-in, rotatable tripod collar
Supplied (CL-39)

89mm dia. x 116mm (35” x 46" )
8409 (29.7 oz.)

Miscellaneous 39mm Filters

Reflex-Nikkor 1000mm f/11

952

1000mm

1

2° 30’

5 elements in 5 groups
8m (25 ft.)

Fixed aperture

39mm filter; 5 filters (L37c, 056, A2, B2 and ND-4)
supplied; a filter must always be mounted

Built-in

Via built-in, rotatable tripod collar
Supplied (CT-29)

119mm dia. x 241mm (4.7” x 95" )
1900g (67.1 oz.)

Miscellaneous 39mm Filters
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Nikkor ED

400mm /5.6 IF

Focusing distance

Depth of field

Reproduction ratio
/5.6 /8 /11 /16 /22 1/32
4 3,99-401 3.98-4,02 3.97-403 3.96-4,04 3,94-4.06 3.92-4.09 1/8.82
5 4,98-5,02 4,97-5,03 4.95-5.05 4,93-5,07 491-510 4,87-514 1/11.3
6 596-6,04 5,95-6.05 5,93-6.07 590-6,10 5,86-6,14 5,80-6,21 1/13.8
7 6,95-7.05 6,93-7.07 6.90-7,10 6.86-7.15 6.81-7.20 6.73-7.30 1/16.3
8 7.93-8.07 7.91-8.10 7.87-8,13 7.82-8.19 7.75-8,27 7.64-8,40 1/18.8
10 9.90-10,1 9,85-10.2 9.80-10,2 9.71-10.3 9.60-10.4 9,43-10.7 1/23.8
12 11,9-12,2 11.8-12.2 11.7-12,3 11.6-125 11,4-12.6 11.2-13.0 1/28.8
15 14,8-15,3 14,7-15,4 145-155 14,3-15,7 14,1-16.0 13,7-16.6 1/36.3
20 19.6-20,5 19.4-20,7 19.2-20.9 18.8-21.4 18,4-21.9 17.8-22.9 1/48.8
30 29,0-31.1 28,6-315 28,1-32.2 27.4-33.2 26,5-34.6 25,2-37.3 1/73.8
50 47,3-53,0 46,2-545 45.0-56,4 43.0-59,8 40.9-64.6 37.7-745 1/124.0
d 858,0-c0 601,0-c0 437,0-00 301,0- 219,0-c 151,0-00 1/00
Nikkor ED 600mm 1/4 IF
Depth of field
Focusing distance | Reproduction ratio
/4 /5.6 /8 /11 /16 /22
6.5 6.49-651 6,48-652 6.48-6.52 6,47-6,53 6,45-6,55 6.44-657 1/9.5
7 6.99-7.01 6.98-7.02 6,97-7.03 6,96-7.04 6.94-7,06 6,92-7.08 1/10.3
8 7.98-8,02 7.97-8.03 7.96-8.04 7.95-8.05 7.92-8,08 7.90-8,11 1/12,0
10 9,97-10,03 9.96-10,04 9.94-10,06 9,92-10,09 9.88-10,13 9.83-10,18 1/15.4
12 11,95-12,05 11.94-12,07 11,91-12.09 11.87-12.13 11.82-12.19 11,75-12,26 1/18,7
15 14,93-15,08 14,90-15,11 14,85-15,15 14,80-15.21 14,71-15.31 14,60-15,42 /28,7
20 19.87-20,14 19.81-20.19 19,73-20,28 19,63-20.38 19,47-20,56 19,28-20,78 1/32.0
30 29,69-30,32 29,567-30,45 29,38-30,65 29,16-30.89 28,79-31,32 28,36-31.85 1/48,7
50 49,12-50,91 48,78-51.29 48,27-51.86 47,65-52,59 46,66-53.87 45,52-55.48 1/82.0
100 96,49-103,78| 95,15-105,38| 93,21-108,87| 90,90-111,15 87,29-117,09| 83,33-125,12 1/165.0
o 2700,81-c0 1929,38- 1350.81-c 982,63~ 675.81- 491,72- 1/
Nikkor ED 600mm £/5.6 IF
Depth of field
Focusing distance Reproduction ratio
/5.6 /8 f/11 /16 /22 /32
55 549-551 5,48-552 5,48-552 547-553 5,45-5565 543-5,57 1/8,09
6 599-6.01 5,98-6,02 597-6.03 5,96-6,04 5,94-6,06 5,91-6.09 1/8.92
7 6.98-7,02 6.97-7.03 6.96-7.04 6,94-7.06 6,92-7.08 6,88-7.13 1/10.6
8 7.97-8.03 7.96-8.04 7.94-8,06 7.92-8,08 7.89-8,11 7.84-8.17 1/12.3
10 9,95-10,1 9.94-101 9.91-10.1 9,87-10.1 9,82-10,2 9.74-10.3 1/15.6
12 11.9-121 11,9-12.1 11,9-121 11.8-12,2 11,7-12.3 11.6-12.4 1/18.9
15 14,9-15,1 14,9-15.2 14,8-152 14,7-15.3 146-154 14,4-157 1/23.9
20 19.8-20,2 19,7-20,3 19,6-20.4 19,5-20.6 19.2-20.8 18,9-21.2 1/32.3
30 29,6-305 29,4-30.6 29.1-30.9 28,7-31.3 28,2-31.8 27,6-32.8 1/48.9
70 67,5-72,5 66,4-73.6 65,1-74.9 62,9-77.1 60.2-79.2 58,2-88,1 1/116.0
o 1929,0-00 1351.0-00 982 0~ 676,0-00 492 ,0- 339,0-00 1/c0
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Nikkor ED 300mm /2.8 IF
Depth of field
Focusing Reproduction
Gistaince 112.8 i/4 /56 8 11 /16 /22 ratio
4 3,99-4.01 3,98-4,02 3,97-4.03 3,96-4,04 3,95-4.05 3,93-4,07 3,9-4.1 1/11.71
5 4,98-5.02 4,97-5.03 4,96-5,04 4,94-5,08 4,92-508 4.88-512 4,.84-517 1/16.,04
6 5,97-6.03 5.96-6,05 5,94-6,06 5,91-6.09 5.88-6.13 5.83-6,19 5,76-6.26 1/18.37
7 6,96-7,04 6,94-7,06 6,91-7.09 6,88-7.13 6,83-7.18 6.76-7.26 6.67-7.37 1/21.71
8 7.94-8.06 7.92-8,08 7,88-8.12 7.84-8.17 7.78-8.24 7.68-8,35 757-8.49 1/25,04
10 9.91-10,09 9.87-10.14 9,82-10.19 9,74-10,28 9.65-10,38 9.49-1057 9.32-10.8 1/31.71
12 11.86-12,14 11,81-12.2 11,73-12,28 11,62-12.41 11,48-1267 11,27-12.84 11,01-13,19 1/38,37
15 14,78-16.22 14,69-15,32 14,58-16,46 14,40-15.,65 14,19-16.91 13,85-16.37 13,47-16,95 | 1/48.37
20 19.61-20.4 19.45-2068 | 19.24-20.82 18,93-212 18,66-21.69 17,98-22.656 17.33-2369 | 1/65,04
30 29,12-30,93 | 28,76-31,35 | 28,3-31,92 27,63-32,83 | 26,83-3404 | 2561-36,26 | 24,28-39,35 1/98,37
70 65.33-75.4 6351-77.98 | 61.24-81.71 58,13-88,04 | 54.66-97,48 | 49,73-118,74 | 44.88-160,98 | 1/231,71
o 964 87-00 675,59-c0 482,73-c 338,09-00 246,04-c0 169,34-00 123.31-c0 1/00
Nikkor ED 300mm /4.5 IF
Depth of field
Focusing Reproduction
distance /4.5 /5.6 /8 /11 16 t/22 ratio
25 249-2.51 2,49-2561 2.49-251 2.48-252 247-253 246-254 1/7.14
3 2.99-3.01 2,99-301 2,98-3,02 2.97-3.03 2.96-3.04 2,94-3,06 1/8.80
4 3.98-4.02 3,97-4.03 3,96-4,04 3,95-4.05 3,92-4,08 3,90-4,11 1/12.1
5 4,96-5,04 4,96-5,05 4,94-506 4,91-5,09 488-513 483-5,18 1/16,6
7 6.93-7.07 6.91-7.09 6.87-7.13 6.83-7.18 6,75-7.27 6,66-7.38 1/22.1
10 9.85-10.2 9.81-10.2 9.73-10.3 9.64-10.4 9.48-10.6 9,30-10.8 1/32.1
15 14,7-15.4 146-165 14.4-15.7 14,2-15.9 13.8-16.4 13,4-17.0 1/48.8
30 28,6-31.6 28.3-31.9 27.6-32.9 26.8-34.1 25,6-36,3 24,2-39.5 1/98.8
o 601-oc0 483-c0 338-c0 246-00 169-c0 123-00 1/
Nikkor ED 400mm /2.8 IF
Focusing distance il Rep rodugtion
/2.8 f/4 /5.6 f/8 f/11 /16 f/22 fatio
4 3,99-4.01 3,99-4.1 3,99-4.01 3,98-4,02 3,97-4,03 3,96-4,04 3,94-4,06 1/8.3
5 4,99-5,01 4,98-5,02 4,98-5,02 4,97-5,03 4,95-506 4,93-5,07 4,91-5,10 1/10.8
6 5,98-6,02 5,98-6,02 5.97-6,04 5.95-6,05 5,93-6,07 5,90-6,10 5,86-6,14 1/13.3
7 6.98-7.02 6.97-7.03 6,95-7.05 6,93-7.07 6,90-7,10 6,86-7,14 6,81-7,20 1/16.8
8 7.97-8.03 7.95-8.05 7.94-8,07 7,91-8.09 7.87-8,13 7.82-8,19 7.76-8,27 1/18.3
10 9,95-10.1 9,93-10.1 9,90-10.1 9,85-10.2 9,79-10,2 9.71-10.3 9,60-10.4 1/23.2
12 11,9-12,1 11,9-12.1 11,8-12.2 11,8-12.2 11,7-12.3 11,6-125 11,4-12.7 1/28,3
15 14,9-156.1 14,8-16.2 14,8-15.3 14,7-16.4 145-165 14,3-15,7 14,1-16.1 1/36.8
20 19.8-20.3 19,7-20.3 19,6-20.6 19,4-20.7 19,1-20.9 18.8-21.3 18,4-22,0 1/48.3
30 29,5-306 29,3-30.7 29,0-31,1 28,6-31.5 28,1-32.2 27.4-332 26,4-34.8 1/73.3
50 486-515 48,0-521 47,3-563.1 46,2-54.4 44.8-56.5 43,0-59.8 40,7-65,0 1/123.3
o 1698-00 1201-00 849-c0 601-oc0 425-00 3071-00 213-00 1/c0
Nikkor ED 400mm £/3.5 IF
Depth of field
Focusing Hieciice /35 /4 /5.6 t/8 /11 16 /22 Reproduction ratio
45 4,49-451 4,49-451 4,48-452 4,47-453 4,46-454 4.45-4 55 4,43-457 1/9.82
5 4,99-5,01 4,98-5,02 4,98-502 4,97-5.03 4,96-5,04 4,93-5,07 4,91-56,09 1/11,07
6 5,98-6,02 5,98-6,02 5,97-6,03 5.95-6,05 5,93-6,07 5,9-6.1 5,86-6,14 1/1357
7 6,97-7.03 6.97-7.03 6,95-7.06 6,93-7.07 6.91-7.09 6.86-7.14 6,81-7,19 1/16,07
8 7.96-8,04 7.95-8,05 7,94-8,06 7.91-8,09 7.87-8,13 7.82-8,18 7.75-8.25 1/18,57
10 9,94-10,06 9.93-10,07 9,90-10.1 9.85-10,15 9.8-10.2 9,7-10.3 9,59-10,41 1/23,57
12 11,9-12.1 11,89-12,11 11,85-12,15 11,78-12,22 11,7-12.3 11,66-12,44 11,4-12.6 1/2857
15 14,86-16,15 14,83-16,17 14,76-15.24 | 14,65-15,35 1452-1648 | 14,31-15,69 14,05-16.69 | 1/36,07
20 19,72-20.28 | 19.69-20.31 19,66-20,44 | 19,37-20,63 | 19.13-20,87 18,74-21.26 | 1827-21,73 1/48,57
30 29.37-30,63 | 29.28-30,72 | 28,99-31,01 28,56-31,44 | 29,02-31.98 | 27,11-32,89 26,03-33,97 1/73,57
70 66,49-73.51 6598-7402 | 6438-7562 | 6197-7803 | 5895-8105 | 5393-86,07 | 47.91-9209 | 1/17357
o 1372.0-00 1200,57-00 857,71-c0 600,57-c0 436,94-00 300,57-c0 218,75-00 1/00

-(Units = Meters)
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Nikkor ED 180mm £/2.8 IF

Depth of Field
Focusing distance Reproduction
/2.8 /4 /5.6 /8 /11 /16 /22 /32 raio
1.8 1,80-1,80 1,79-181 1,79-181 1,79-1.81 1,78-1,82 1,78-1.82 1,77-1.83 1,76-1.85 1/7.5
2 1,99-201 1,99-201 1,99-2.01 1,98-2.02 1,98-2,02 1.97-2,03 1,96-2,04 1,94-2.06 1/8.6
2,5 249-251 249-251 2,48-252 247-253 246-254 2.45-256 2,43-258 2.39-2.62 1/11.4
3 2,98-3,02 2,98-3,02 2,97-3,03 2,96-3,05 2,94-3,06 2.91-3,09 288-3,13 283-3,19 1/14.2
4 3,97-4,03 3.95-4,05 3,94-4,07 3.91-4,09 3,88-4,13 383-4,19 3,77-4.27 3,67-4.41 1/19.8
5 4,95-5,06 4,92-508 4,89-5,11 4.85-5,16 4,.80-5,22 4,71-533 4,61-5,47 4,46-571 1/25.3
7 6.89-7,12 6.84-7.17 6,78-7.24 6.69-7.35 6.58-7.49 6.40-7,73 6,21-8,05 5,90-8,64 1/36.4
10 9,76-10.3 9.66-10.4 9.62-105 9.34-10.8 9.11-111 8,76-11,7 8.37-125 7.80-14,1 1/53.1
15 14.4-15.6 14,2-15.9 13.9-16.3 135-16.9 13.0-17.8 12,3-19.4 115-21.8 10,4-275 1/80.9
30 27,7-32.7 26,8-34.0 25,8-35.9 24.3-39.3 22,7-445 20,4-571 18,3-86.7 16,6-673,8 1/164,2
0 348.0- 244,0-c0 174.0- 122.0-00 89.0-e0 61,0-c0 45,0-c0 31.0- 1/o0
Nikkor ED 200mm f/2 IF
Focusing Deathaffeld Reproduction
distance /2 t/28 /4 /5.6 /8 /11 /16 /22 ratio
256 2,493-2507 2,490-2,510 | 2.486-2514 2,480-2,520 2472-2529 2461-2540 2.444-2 559 2,424-2582 1/10,4
3 2,989-3011 2,985-3016 2,978-3,022 2,969-3,031 2,957-3,045 2,941-3,062 2,916-3,092 2,884-3,128 1/12.9
4 3,979-4,021 3,970-4,030 | 3.958-4.043 3,941-4,061 3.917-4,087 3,887-4.121 3,837-4,179 3,780-4,251 1/17.9
5 4,965-5035 | 4,952-5049 4,931-5,071 4.904-5100 | 4865-5144 | 4816-5200 | 4,737-5,297 4,646-5,419 1/22.9
6 5,949-6,052 5,928-6,073 5,898-6,106 5,859-6,149 5,800-6.215 5,729-6,300 5614-6.448 5,483-6,635 1/27.9
8 7,906-8,097 7.868-8.136 7.813-8,196 7.741-8.278 7.636-8.403 7.508-8.565 7,305-8,851 7076-9.222 1/37.9
12 11,781-12.228] 11.696-12,321| 11,570-12,464 | 11,407-12.661| 11,171-12,968 | 10,890-13,374| 10453-14,112| 9.974-15,118 | 1/67.9
20 19,382-20,660| 19,145-20,937| 18.801-21,366| 18.362-21.968| 17,740-22,938| 17,022-24,280| 15,949-26,913| 14.830-20.957| 1/97.9
50 46.217-54,465| 44 860-56.485| 42.970-59.814| 40.686-64,921| 37,686-74.472| 34511-91,294 | 30,272-146,661 | 26.396-544,416 | 1/248.8
0 600,425-c0 428,997-c0 300,425-00 24171100 150,425-00 109516-00 75.425-00 54,971-c0 1/00
Nikkor ED 300mm /2.0 IF
A 1 Depth of field
Focusing Reproduction
distance /2 /2.8 /4 /56 /8 /11 /16 ratio
4 3,99-401 3,99-4.01 3,98-4,02 3,97-4.03 3,96-4,04 3,95-4,05 3.93-4,07 1/11.2
5 4.98-5,02 4,98-5,02 4,97-5,03 4,96-5,04 4.94-506 4,92-5,08 4,.88-5,12 1/14.6
6 5,98-6,02 597-6.03 5,96-6,05 5.94-6.06 5.91-6.09 5,88-6,13 5,83-6,19 1/17.9
7 6,.97-7.03 6,96-7,04 6.94-7,06 6.91-7.09 6,88-7,13 6,83-7,18 6,76-7.26 1/21,2
8 7.96-8,04 7,94-8,06 7.92-8,08 7,88-8.12 7.84-8.17 7.78-8.24 7.68-8.35 1/24.6
10 9,93-10.1 9.91-10,1 9.87-10.1 9,82-10.2 9.74-103 9.656-10.4 9.49-106 1/31.2
12 11.9-12.1 11,9-12.1 11.8-12.2 11./-12.3 11.6-12.4 116-12.6 11.3-12.8 1/37.9
15 14,.8-15.2 14,8-162 14,7-15.3 14,6-165 14,4-157 14,2-16,9 13.9-16.4 1/47.9
20 19.7-20.3 19.6-20.4 19.6-20,6 19,2-20.8 18,9-21.2 18,6-21,7 18,0-225 1/64.6
30 29,4-30,7 29.1-30.9 28,8-31.3 28,3-319 27.6-328 26,8-340 25,6-36,3 1/97.9
70 66,6-73.8 65.3-75.4 63,6-78.0 61,2-817 58,1-88,0 54,7-97.5 49,7-118,7 1/231,2
0 1350.0-00 965.0-c0 675 ,0-c0 483,0-c 338,0-00 246,000 169,0-00 1/00

(Units = Meters)
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Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Nikkor ED 800mm /5.6 IF

1446

800mm

/5.6

30

8 elements in 6 groups
8m (30 ft.)

f/5.6-f/132

Via automatic diaphragm

52mm filters via slip-in holder; gelatine filters via
special holder provided; front end of lens has
built-in protective glass

Built-in, with Extension Hood HE-3 provided
Via built-in, rotatable tripod collar

Supplied (CT-800)

163mm dia. x 554mm (6.4” x 21.8" )

54509 (190.8 0z.)

Miscellaneous 52mm Filters
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Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:
Lens aperture:
Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Nikkor ED 600mm /4 IF

1492

600mm

fl4

4° 10’

8 elements in 6 groups
6.5m (25 ft.)

fla-f/22

Via automatic diaphragm

39mm filters via slip-in holder; gelatine filters via
special holder provided; front end of lens has
built-in protective glass

Built-in, with Extension Hood HE-5 provided
Via built-in, rotatable tripod collar

Supplied (CT-602)

173mm dia. x 4735mm (7” x 18.1" )

56509 (222.5 o0z.)

Miscellaneous 39mm Filters

Nikkor ED 600mm 1/5.6 IF

1494

600mm

f/5.6

4° 10’

7 elements in 6 groups
5m (20 ft.)

f15.6-f/32

Via automatic diaphragm

39mm filters via slip-in holder; gelatine filters via
special holder provided; front end of lens has
built-in protective glass

Built-in, with Extension Hood HE-4 provided
Via built-in, rotatable tripod collar

Supplied (CT-603)

132mm dia. x 395.5mm (5.3” x 15" )

2800g (954 oz.)

Fabric Lens Pouch #57
Miscellaneous 39mm Filters




=
==

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:
Lens aperture:
Filter size:

Lens hood:
Tripod mount:
Lens case:
Dimensions:
Weight:

Optional accessories:

Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:

Minimum focusing distance:

Aperture range:
Lens aperture:
Filter size:

Lens hood:
Tripod mount:
Lens case:
Dimensions:
Weight:

Optional accessories:

Nikkor ED 400mm /3.5 IF

1473

400mm

I35

6° 10’

8 elements in 6 groups
45m (15 ft.)

f135-f/22

Via automatic diaphragm

122mm filters via front thread; 39mm filters via slip-in
holder; gelatine filters via special holder provided

Built-in

Via built-in, rotatable tripod collar
Supplied (CL-61A)

134mm dia. x 304mm (53" x 12")
28009 (989 oz.)

Fabric Lens Pouch #57
Miscellaneous 39mm Filters
Miscellaneous 122mm Filters

Nikkor ED 400mm £/5.6 IF

1489

400mm

/56

6° 10’

7 elements in 6 groups

4m (15 ft.)

f/5.6-132

Via automatic diaphragm

72mm diameter (P=0.75mm)
Built-in

Via built-in, rotatable tripod collar
Supplied (CL-27A)

85mm dia. x 262mm (3.3” x 10.3" )
1200g (42.4 oz.)

Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2
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Product number:
Focal length:
Maximum aperture:
Picture angle:
Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:
Dimensions:

Weight:

Optional accessories:

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:

Nikkor ED 300mm /4.5 IF

1488

300mm

fl4.5

8° 10’

7 elements in 6 groups

2.5m (10 ft.)

fl4.5-f22

Via automatic diaphragm

72mm diameter (P=0.75mm)
Built-in

Via built-in, rotatable tripod collar
80mm dia. x 200mm (3.1” x 79" )
1060g (35 oz.)

Hard Lens Case CL-20A
Miscellaneous 72mm Filters
Gelatine Filter Holder AF-2

Nikkor ED 400mm /2.8 IF

1499

400mm

fl2.8

6° 10’

8 elements in 6 groups
4m (15 ft.)

f/2.8-fl22

Via automatic diaphragm

52mm filters via slip-in holder; gelatine filters via special
holder provided; front end of lens has built-in protective

glass

Built-in, with Extension Hood HE-3 provided
Via built-in, rotatable tripod collar

Supplied (CT-400)

172mm dia. x 432mm (64" x 15.2" )

5150g (180.3 oz.)

Miscellaneous 52mm Filters
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Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:
Tripod mount:
Lens case:
Dimensions:
Weight:

Also supplied:

Optional accessories:

Product number:

Focal length:

Maximum aperture:

Picture angle:

Optical construction:
Minimum focusing distance:
Aperture range:

Lens aperture:

Filter size:

Lens hood:

Tripod mount:

Lens case:
Dimensions:

Weight:

Optional accessories:
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